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Dimension

No.

SSS 1
2
3
4
5

0.9 ± 0.10
3.20 ± 0.15
1.20 ± 0.1
2.60 ± 0.10

Ο Dimensions
UNIT : mm

CONTENTS

5.00 ± 0.15

Aging Rate a year ± 3 PPM / year
Lead Free Parts SGS Approval

Insulation Resistance 500 Megaohm min / D.C 250V
Test Impedance Meter KH-1120 PI-Network / S&A 350A

Load Capacitance 18 pF
Shunt Capacitance 7.0 pF Max

Equivalent Resistance (C.I) 40 Ohm Max (SERIES)
Drive Level 0.1 mW

Frequency Calibration @25±2℃ ± 30 PPM

7
Frequency Drift in Operation ± 50 PPM
Temperature Range ( -40℃ ~ 85℃ ) (On the Basic of Frequency @R.T Range)

Storage Temperature Range -55℃ ~ +125℃
Operating Temperature Range -40℃ ~ +85℃

Oscillation Mode FUNDAMENTAL A/T
Holder Type 5X3.2 CERAMIC SMD CRYSTAL

DESCRIPTION CONTENTS

Nominal Frequency 14.31818 MHz
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SPECIFICATION OF SMD CRYSTAL UNIT
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