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CCSv4.1.2 June , 2010

Switched back to using only one GUI

Changed configuration project from RTSC debug to whole_program. CCSv4 shut down when I tried to do a build. It saved the workspace.

Started CCSv4 and got this exception

[image: image1.png]message_single.cfg - Code Composer Studio (Licensed) -[o) x|
Flo Edi Vo lovigate Broject Torgst Toos “opi> Mindow Hop

@& ®-]3-]8- I AR SRS R RS £ % bebug [ crcr+

B cjc+ Projects 53 | Target Conti., | = O £ o] MukiCoreMarh | o] CBufferMare | [] M2_EvMe472.map | &1 common.cfg = B][25 outine 33 | =o
3 n cutine i not avaiable
le$ T T e S e s
55 c5472_swi_do_bioss v2
& ncudes
ebus Javaang NulPorterException
& Detug a org.eclpse. e ook, i {DCPvapertiestlanager.gelExeLpdateJob(DCPropertieshienger ava: 196)
& doc ak org.eclipse.rtsc. xdctools. ui. CCSConfigEditor.init(CCSConfigEditor.java: 74)
5] Couffermarh at org.eclpse.vinternal Edtortlanager createsite(EdtorManager javaigds)
I8 srio_interface.h at org.ecipse.uiinternal EditarReference createPartHelper(EditorReference. javaiSa3)
B et a org el kernal Edtoreference,createPar(EdtorRaference.Javar72)
- at org.eclpse.ui. ternalWorkbenchPartReference.getPart(WorkbenchpartReference JavarSes)
8] ceutfermar.c at org.eclpse.viinteral Edtoréreatielper setvisbleEdtor(Edtorareatielper javaize3)
2] main_testlig.c at org.eclpse.uinternal EdtorManager settisibleEdtor(EdtorManager.java: 1420)
9 st pterface.c a rgecipse.uliermal. EdtorManager 5. run(Edtoritanager.favai 005)
. a org e, core. L. SafeRUnner fun(SafeRunmer ava:37)
9] srio_utis.c ot org.eclpse.core. tuntime. Platform.run(Platformjava:543)
1) Doxyfile at org.eclpse.uiinternal EdtorManager.restorestate(EdtorManager. java:1000)
) celUtis.c.bak ot org.eclpse.uinternal WorkbenchPage.restoreState(WorkbenchPage.java:2836)
= at org.eclipse.ui.internal. Workbenchindow. restoreState(WorkbenchWwindow. java: 1943)
) e bk 2 org.eclpse . nternal Workbench doRestarestate(Wcrkbench Java:Z66s)
=2 c6472_swi_dio_biosé_v2_configuration at org.eclipse.ui.internal. Workbench. access§14(workbench. java:2817)
& ndudes at org.eclpse.uiinternal orkbench$19.run(Workbench.java: 1661)
ak org.eclipse.ui.internal. workbench.runStartupWithProgress(Workbench. java: 1421)
& Default at org.eclpse.uiinternal Workbench.restoreState((Workbench. java: 1673)
51 Copy of common.cfg.new ak org.eclipse.ui.internal. Workbench. access§12(Workbench.java: 1650)
common.ci at org.eclpse.uiinternal Workbench$ 17.run(Workbench. java: 1529)
& ﬁemo e at org.eclpse.core runtine SafeRumner run(SafeRunner java:7)
i . at org.eclpse.uiinternal Workbench.restorestate(Workbench.java: 1473)
T M2 EVMe472_plusChuf at org.eclpse ui.ternal WarkbenchConfiurer restoreState(WiorkbenchConfigurer Javar 163)
{E M2_EVMB472_plustbuf_configuratic at org.ecipse. i application. WorkbenchAdvisor operiWindows(WorkbenchAdvisor javai702)
at org.eclipse.ui.internal. Workbench.init{Workbench. java: 1085)
at org.eclipse.ui.internal. Workbench. runUI{Workbench. java: 1847)
a org.eclpse . nternal Workbench.createAndunWorlbench(Workbench java: 19)
2 org e, PltformLLcreateAndRunorkbench(Platformu javar14)
at org.eclipse.ui.internal. ide. IDEApplication run(IDEApplication.java:97)
at org.eclipse.core.internal. runtime. Platforméctivator$ 1 run(Platformactivator java: 78)
at org.eclipse.core.runtime. internal adaptor EclipseAppLauncher runApplication(EclipseAppLauncher . java:92)
&l | 5 at org.eclpse.core runtine internal adaptor EclpseAppLauncher start(EcipseppLatncher. javarta)
% g coronuine stpor Edpsetater et v o)
= 2 org e, core. funine. adsptr,Exipaestarter.run(Ecipsestartr.java
[ o clatiepeciaapis = ak sun.reflect NativeMethodAccessorImpl.invokeD{Native Method)
‘Shows modules on the package path of a RTSC ak sun.reflect NativeMethodAccessormpl.invoke(Unknown Source)
praject. This view is currently empty because at sun.reflect DelegatingMethodccessorimpl.invake(Unknown Source)
there is no RTSC Configuration File open. at java.lang.reflect Method.invoke(Unknown Source)
2 org.eclpse.core Jauncher M ok amewcrk(Main Java:336)
a org el core Jauncher Man basiRun(Mai java:260)
a org el core Jauncher M run(MainJavai3%6)
2 org.eclpse.core Jauncher M main(Mai Java:571)
lu »il

= consdle 1 | & Cu[ r2 B - £5 - = O probiems 2 »~ =0
C-Build 0 errars, 0 warnings, 0 infos (Filker matched 0 of 21 items)
1| oeserpton - Resaurce Path

12 J





Restarted CCSv4 and looks like most of my workspace projects are not in the C/C++ project viewer. My perspectives have been reset, fonts reset, bloody everything gone. That’s just *&%^ great!

------------------------********************************------------------------------

CCSv4.1.2 June 20, 2010

Started second CCSv4 application on different workspace. 

Launched C6472 XDS510 targets.

Clicked on Collapse All

Highlighted all targets and connected to targets

Highlighted all targets and loaded .out

GUI changes to “Saving Workspace” and shuts down.

It is also shutting down when I select “Build Properties”

At least its saving the workspace. That’s an improvement!!!!!

(note: No targets were “launched” in the other CCSv4 GUI)

------------------------********************************------------------------------

CCSv4.1.2 June 15, 2010

Added ti.sysbios.ipc.Mailbox module and then added two instances of mbx. Then compiled. CCS hung on “Fetching children of InputMgrTask.c”

Tried to cancel build but no response.

Clicked on “X” to close application. It closed, but didn’t do the typical “Saving Workspace” popup window.

Started CCSv4 program but got
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Found hidden window
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Used task manager to close CCSv4. PC hung for awhile until this popped up.
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Tried starting CCSv4 again. Seems OK. (lucky!)

------------------------********************************------------------------------

CCSv4.1.2 June 6, 2010

(Had increased JVM to 512)

First this this moring I imported an existing CCSv3.3 project

Renamed it. 

CCS seems hung on renaming.
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Hit cancel. Above screen did not go away.

Finally killed it using the task manager
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------------------------********************************------------------------------

CCSv4.1.2 June 4, 2010

This morning when I clicked on CCS on my toolbar, I got a white display with the top saying “Not Responding”. 

[image: image7.png]) Debug - main_unidirectional.c - Code Composer Studio (Licensed) (Not Responding)





[image: image8.png]VM terminated, Exit code=1073807364
CiProgram Fis!Texas Instruments|ccsvéleclipseljrelbinjava.exe

“imsdtm

“imezstm

“iXiMaxPermsize=96m

“DXPCOM,RUNTIME=C:Program Files| Texas Instruments|ccsv4|DebugServer wind2.

“Dxpcom bridge. executeOnDedcatedThread=yes

“Dorg.eclpse. st browser. XULRUNnerPath=C: Prograim Fles|Texas Instruments|ccsv|Debugserver|wina2
“Dosginstance. ares.default=Fe,d: Documents and Settings/epattojMy Documents/workspace]

Jar CiiProgram FlesiTexas Instruments\ccsvecipselstartup. jar

05 win32

ws win32

“arch x36

launcher C:{Program Fles{Texas Instrumentsiccsvalecipseleclipse.exe:

-name Edipse.

~showsplash 600

“exitdeta 3750_68

~vm Cilprogran Fls\Texas Instruments|cesveleclpselirelbinjavau exe

-margs

“imsdom

“imezstm

“iXiMaxPermsize=96m

“DXPCOM,RUNTIME=C:Program Files| Texas Instruments|ccsv4|DebugServer wind2.

“Dxpcom bridge. executeOnDedcatedThread=yes

“Dorg.eclpse. st browser. XULRUNnerPath=C: Prograim Fles|Texas Instruments|ccsv|Debugserver|wina2
“Dosginstance. ares.default=Fe,d: Documents and Settings/epattojMy Documents/workspace]

Jar CiiProgram FlesiTexas Instruments\ccsvecipselstartup. jar

o





------------------------********************************------------------------------

CCSv4.1.2 June 2, 2010

Left system paused overnight. Came in and got message “power failure”. I had got this before so thought it was our outlets. Consequently, I got a UPS, but since this error happened again with the UPS, it must be related to the board.

C6472_0: GEL Output: Turn off cache segment 
C6472_0: GEL Output: Disable EDMA events 
C6472_0: Power Failure on Target CPU
Edited a file and tried to build it. Nothing happened. 

Nothing happens with I hit the “Terminate All” red button.

Tried to close CCSv4 but it hung on 
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Waited about 5 minutes and had to use Task Manager to shut it down.
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------------------------********************************------------------------------

CCSv4.1.2 June 1 , 2010

Didn’t work on CCS for a couple days. Left it running. Was able to connect and disconnect to targets. Tried download button but nothing happened. Shut down CCS. It got stuck at. 
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Had to use Task Manager to shut it down.
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------------------------********************************------------------------------

CCSv4.1.2 May 19, 2010

Compiling code and got
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Hit “Send Error Report”, and CCS kept on compiling.

Compile errors said it couldn’t find library.

Built the project again and it was successful. Huh? So what was the problem?

------------------------********************************------------------------------

CCSv4.1.2 May 19, 2010

Had XDS510 and XDS100 connected. Reloaded XDS100 core

Tried to do a reload and got
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Hit OK, then got
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CCSv4 shut down, and then I got
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------------------------********************************------------------------------

CCSv4.1.2 May 19, 2010

Had two boards connected overnight (XDS510 and XDS100). This morning, the GUI said “No Power” on the XDS510 board. I checked outputs and the board in question was still running the program I started last night. I clicked on the “Terminate All” and it took over 3 minutes to respond. It closed the connections but hung on 
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Terminated using task manager
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------------------------********************************------------------------------

CCSv4.1.2 May 18, 2010

Hung after I used the red box button to disconnect all targets. It sent an error log to microsoft

[image: image19.png]VM terminated, Exit code=1073807364
CiProgram Fils!Texas Instruments|ccsvéleclipseljrelbinjava.exe

“ims128m

“imisizm

“iiMaxPermsize=96m

“DXPCOM,RUNTIME=C:Program Files| Texas Instruments|ccsv4|DebugServer wind2.

“Dxpcom bridge. executeOnDedcatedThread=yes

“Dorg.eclpse. st browser. XULRUNnerPath=C: prograim Fles|Texas Instruments|ccsv4|Debugserver|wina2
“Dosgiinstance.area.defal=fie: D:/Datajepatto/norkspace]

ar CiiProgram FlesiTexas Instrumentsiccsvdecipselstartup. jar

05 win32

ws win32

“arch x36

launcher C:{Program Fles{Texas Instrumentsiccsvalecipseleclipse.exe:

-name Edipse.

~showsplash 600

~exitdata 190c_ct

-vm Cilprogra Fles\Texas Instrumentsicesveleclipselirelbinjavau exe

-margs

“ims126m

“imisizm

“iiMaxPermsize=96m

“DXPCOM,RUNTIME=C:Program Files| Texas Instruments|ccsv4|DebugServer wind2.

“Dxpcom bridge. executeOnDedcatedThread=yes

“Dorg.eclpse. st browser. XULRUNnerPath=C: prograim Fles|Texas Instruments|ccsv4|Debugserver|wina2
“Dosgiinstance.area.defal=fie: D:/Datajepatto/norkspace]

Sar CiiProgram FlestTexas Instrumentsiccsvdecipselstartup jar

o





------------------------********************************------------------------------

CCSv4.1.2 May 15, 2010

Logged in from home using remote PC and it crashed. It emailed an exception log.

------------------------********************************------------------------------

CCSv4.1.2 May , 2010

Used Help-> and did a search for Semaphore_create. Shut down help window and everything was shut down. When starting it back up, got exception message asking if I wanted to send exception report. Sure, why not!

------------------------********************************------------------------------

CCSv4.1.2 May 13, 2010

Ran my program to a breakpoint. This happened when it hit the breakpoint.
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The console window output was

C6472_0: Trouble Reading Memory Block at 0x210008 on Page 0 of Length 0x4: Error 0x00000002/-1139 Error during: Memory,  Device driver: Emulation Connection Loss Detected on Target CPU. It is recommended to RESET EMULATOR.  This will disconnect each  target from the emulator.  The targets should then be power cycled or hard reset followed by an emureset and reconnect to each target.  
C6472_0: Failed to remove the debug state from the target before disconnecting.  There may still be breakpoint op-codes embedded in program memory.  It is recommended that you reset the emulator before you connect and reload your program before you continue debugging
The console window output was

C6472_0: Trouble Determining Current Execution Packet(s): Error 0x00000006/-1176 Error during: Memory, Register,  The IM memory request is not serviced by the HW memory system.  This could be caused by the memory address specified does not exist in the specified  memory/cache level.   
C6472_0: Can't Run Target CPU: Error 0x00000022/-1176 Error during: Memory, Execution,  The IM memory request is not serviced by the HW memory system.  This could be caused by the memory address specified does not exist in the specified  memory/cache level.   
------------------------********************************------------------------------

CCSv4.1.2 May 12, 2010

Running my program and got

SRIO config: Single-lane port
DIO_dataStreamReq test 1 
d_in = 0x81eaf8, d_out = 0x822b00

Slave Addr = 0x10200000

SP_ERR_STAT (0x2d01158): b1 - io port OK.
    LSU REG6 = 0x0
  SWrite1 of  16384 bytes took  34686 cycles 
  NRead of  16384 bytes took  96798 cycles 

 Corrupted data during transaction at

 ii=0x5b, d_in = 0x81eb53, d_out = 0x822b5b 
Exception abort! Check Exception Log for details.
------------------------********************************------------------------------

CCSv4.1.2 May 11, 2010

Got strange compilation error. Then compiled again and got message saying to “please tell Microsoft about the problem”. Compiled again then no error. Tried to download, but hung on download. Tried to disconnect from cores, nope. Shut down CCSv4, but hung on “Saving Workspace”.

When I started CCS again, it said an exception log was created. I allowed it to send it.

------------------------********************************------------------------------

CCSv4.1.2 May , 2010

Terminated session (red box button). Power cycled board. Launched emulation. Got this.
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Power cycled evm several times. Same pop up.

Power cycled XDS510 USB emulator. It now works.

------------------------********************************------------------------------

CCSv4.1.2 May 7, 2010

Left emulator running over night. Came in and tried to connect and got
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Then got this
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I selected No, then Disconnect. Then I re-connected. But CCS would not let me load a program (the load window pops up, I select my program, the window goes away and nothing happens.

------------------------********************************------------------------------

CCSv4.1.2 May  6, 2010

Tried to connect to second C6472 core and got this
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------------------------********************************------------------------------

CCSv4.1.1  Apr 29, 2010
Powered down C6474 board that had XDS510 emulator. Moved emulator to new board TCI6488. Launched debug core 1A. Window popped up saying failed to configure emulator. Clicked OK and whole darn CCS shut down.
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Fixed problem by rebooting board and emulator. Then launching the entire configuration (all cores).

------------------------********************************------------------------------

CCSv4.1.1

Compiling project that compiled OK before. Sent error report. Copied copiler output below and noticed linker error. Didn’t change anything. Clicked on rebuild and it built OK. 
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**** Build of configuration Debug_C6474 for project testDIO_dbell_master ****
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake -k all 
'Building file: ../cslUtils.c'
'Invoking: Compiler'
"C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/bin/cl6x" -mv6400+ -g --define="_DEBUG" --define="_COM_BENCH" --define="CHIP_C6474" --include_path="C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/include" --include_path="C:/Program Files/Texas Instruments/xdais_6_25_01_08/packages/ti/xdais" --include_path="C:/CCStudio_v3.3/C6000/csl_c6474/inc" --include_path="C:/CCStudio_v3.3/C6000/csl_c64xplus_intc/inc" --include_path="c:/CCSTUD~1.3/C6000/csl/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/dio/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/rio/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/com/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/test/tools" --quiet --diag_warning=225 --asm_directory="../asm" --preproc_with_compile --preproc_dependency="cslUtils.pp"  "../cslUtils.c"
'Finished building: ../cslUtils.c'
' '
'Building file: ../main_master.c'
'Invoking: Compiler'
"C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/bin/cl6x" -mv6400+ -g --define="_DEBUG" --define="_COM_BENCH" --define="CHIP_C6474" --include_path="C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/include" --include_path="C:/Program Files/Texas Instruments/xdais_6_25_01_08/packages/ti/xdais" --include_path="C:/CCStudio_v3.3/C6000/csl_c6474/inc" --include_path="C:/CCStudio_v3.3/C6000/csl_c64xplus_intc/inc" --include_path="c:/CCSTUD~1.3/C6000/csl/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/dio/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/rio/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/com/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/test/tools" --quiet --diag_warning=225 --asm_directory="../asm" --preproc_with_compile --preproc_dependency="main_master.pp"  "../main_master.c"
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake: *** [main_master.obj] Error -1073741819
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake: Target `all' not remade because of errors.
Build complete for project testDIO_dbell_master
Hit rebuild and got the link to work.

**** Build of configuration Debug_C6474 for project testDIO_dbell_master ****
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake -k all 
'Building file: ../main_master.c'
'Invoking: Compiler'
"C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/bin/cl6x" -mv6400+ -g --define="_DEBUG" --define="_COM_BENCH" --define="CHIP_C6474" --include_path="C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/include" --include_path="C:/Program Files/Texas Instruments/xdais_6_25_01_08/packages/ti/xdais" --include_path="C:/CCStudio_v3.3/C6000/csl_c6474/inc" --include_path="C:/CCStudio_v3.3/C6000/csl_c64xplus_intc/inc" --include_path="c:/CCSTUD~1.3/C6000/csl/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/dio/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/rio/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/source/com/include" --include_path="C:/Work/CCSv4/DirectIO_Lib/test/tools" --quiet --diag_warning=225 --asm_directory="../asm" --preproc_with_compile --preproc_dependency="main_master.pp"  "../main_master.c"
'Finished building: ../main_master.c'
' '
'Building target: testDIO_dbell_master.out'
'Invoking: Linker'
"C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/bin/cl6x" -mv6400+ -g --define="_DEBUG" --define="_COM_BENCH" --define="CHIP_C6474" --quiet --diag_warning=225 --asm_directory="../asm" -z -m"testDIO_dbell_master.map" --stack_size=0x16000 --heap_size=0x40000 --warn_sections -i"C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/lib" -i"C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/include" -i"C:/Work/CCSv4/testDIO_dbell_master" -i"/test/testDIO_dbell" -i"c:/CCSTUD~1.3/C6000/csl/lib" -i"C:/CCStudio_v3.3/C6000/csl_c6474/lib" -i"C:/CCStudio_v3.3/C6000/csl_c64xplus_intc/lib" -i"C:/Work/CCSv4/DirectIO_Lib/lib" --reread_libs --absolute_exe --rom_model -o "testDIO_dbell_master.out"  "../lnkL2_C6474.cmd" "./main_master.obj" "./cslUtils.obj" -l"rts64Plus.lib" -l"csl_c6474.lib" -l"csl_c64xplus_intc.lib" "C:/CCStudio_v3.3/DIOLib_1_0_0/lib/DirectIO_Debug_C6474.lib" 
'Finished building target: testDIO_dbell_master.out'
' '
Build complete for project testDIO_dbell_master
------------------------********************************------------------------------

CCSv4.1.1

Opened C6474 configuration (by right clicking on configuration and selecting , it found all 6 CPUs, then loaded and ran writeNread example. Then closed all connections. 

Then I did the same thing and I get 
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If I select Cancel, CCSv4 shuts down.

Power cycled XDS510. Problem gone away. Arg.

------------------------********************************------------------------------

This is in order of newest to oldest entry.

Apr 15, 2010 (I’ve been working on CCSv3 for awhile)

Imported a CCSv3 project and compiled it. This has popped up 
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------------------------********************************------------------------------

Apr 9, 2010

Hung while renaming a project. Arg.

Had to kill it with the task manager. Sad.

------------------------********************************------------------------------

Apr 9, 2010

Somnaths evm.  (Rev C) CCS v4

Goal: non-BIOS load and see if size matters.

Loaded non bios edmaStream (same code as before) and set size to 8*1024. Transfer was successful.

Changed to 24*1024. Failed

Tried 24*1024 again. Passed.

Reloaded.

Tried 24*1024 again. Passed.

Reloaded.

Tried 24*1024 again. Passed.

Reloaded.

Tried 24*1024 again. Passed.

------------------------********************************------------------------------

Apr 9, 2010

Somnaths evm.  (Rev B) CCS v4

Goal: Now that the Rev B board is working, see if I can run my non-BIOS load.

Loaded cores and ran my non-bios edma streamer. Got the error
DIO_dataStreamReq transaction 0 test 0 on stream 0 

 Transaction failed. Status code = 7 
I found that this is defined in csl_serio.h as
    /** Transaction complete, packet not sent due to unavailable outbound 
     *  credit at given priority 
     */
    CSL_SRIO_UNAVAILABLE_OUTBOUND_CR = 7
Also, SRIO manual says

fails to gain outbound credit due to buffer congestion at a given

priority
Changed transaction size to be same as Piyush (5*1024). It now runs OK. 
Changed back to 8*1024, it fails. 

Changed to 7*1024 and it passes.

Changed back to 8*1024, it fails. 

Seems to be something with the EDMA? Strange.

------------------------********************************------------------------------

Apr 9, 2010

Somnaths evm.  (Rev B) CCS v3.3

Goal: to see how ccsv3.3 behaves on Rev B board.

I had to power cycle it 4 xs before I could get the LEDs to do their waterfall thing to happen.

Connected to Core 2A
Got this error when connecting to Core 1A
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Selected abort.

Started CCSv3.3 again.

Got same error when connecting to Core 1A

Close CCS

Reboot board. (got waterfall LEDs first time, yeah!)

Connected to 1A first. Success!

Connected to 2A. Loaded Piyush slave and ran 2A. Stuck on RIO__waitForHW. Reloaded.

Loaded 1A Piyush edmastream. Ran. Got this

 SRIO config: Single-lane port

DIO_dataStreamReq test 0 on stream 0 


 Transaction failed

Reloaded 1A and 2A.
Ran 2A (slave). Got this error

[image: image30.png]C6474EVM_EMBEDDED_USB/C64PLUS_2A

[Corft Aun Target CFU B
Error 1+20000020/-1060

Severe Error duiing Execution,

|An urknown erto prevented the emulator from accessing the
processor

i a timely fashion

It recommended to RESET EMULATOR. This will disconnect
each

tatget rom the emulator. The targels should then be power

cyced r

T





Selected Disconnect.

Tried to connect to 2A and got
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Restarted CCS and power cycled boad. 

Connected to 2A then 1A. Loaded 2A then 1A. 

This time, instead of running 2A first, I ran an 1A (master) and got

COM: Application error = 'SRIO INITIALIZATION'

COM: Source line = '768'

COM: User Info = '0x1'
Ran core 2A. It passed the SRIO init successfully.
Reloaded core 1A

Ran 1A

Test code ran successfully! Yeah.

Rebooting board. 

Connected 2A then 1A. Loaded 2A then 1A. Ran 2A. Stuck on RIO_waitForHW.

Ran 1A. Gave an error output but missed copying it. Darn.

Noticed that CCSv4 doesn’t output this when I load.

PLL1 has been configured.

Turn off cache segment

Disable EDMA events

Turn off cache segment

Disable EDMA events
Could this be my problem when running CCSv4 on the Rev C board which outputs this:
C64XP_1A: GEL Output: PLL1 has been configured. 
C64XP_1A: 2: GEL StartUp Complete (Primary Core).
Reloaded 2A and then 1A. Ran 2A. It passed SRIO initialization. Ran 1A and the test ran OK.

That’s two successful tests in a row.

------------------------********************************------------------------------

Apr 9, 2010

Eddies evm.  (Rev C) CCS v3.3

Goal: to see how ccsv3.3 behaves.

Power cycled. Connected to core 2A. Loaded Piyush .out then and tried to connect to 1A an got
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Power cycled board and restarted CCS 3.3

Connected to both cores. Loaded 2A with Piyush slave. Ran. Code stuck at RIO_waitForHW.

Loaded Piyush edmaStream. Ran. It did SRIO transfers and then stuck on doorbell (because slave stopped). Stopped 1A. 
Reloaded 1A and 1B with Piyush loads. Test ran OK.
------------------------********************************------------------------------

Apr 9, 2010

Eddies evm.  (Rev C)

Ran non-BIOS SRIO test. Could not stop core 1A. 

I selected “terminate all”. Its been stuck at the popup window “Terminating Debug Session” for about 5 minutes. Can’t bring up Outlook, Adobe, nothing that’s on the monitor where CCS is displayed.

Finally used task manager to kill CCS.

Rebooted board.

------------------------********************************------------------------------

Apr 9, 2010

Eddies evm.  (Rev C)

Lauched both cores. (1a and 2a). Connected to 1A. This came out when I connected to 2A.
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Disconnected 2A, then re-connected 2A. Seems OK. 

Loaded both cores with non-BIOS SRIO and slave.

Slave stuck at RIO_waitForHW

Ran master to after SRIO init.

Reloaded slave and ran. This time srio init passed.

Ran master. SRIO test passed. Works like a charm.

------------------------********************************------------------------------

Apr 9, 2010

Somnaths evm. 

Made a code change and compiled. Got this.

-preproc_dependency="cslUtils.pp"  "../cslUtils.c"
INTERNAL ERROR: C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/bin/cl6x experienced a segmentation fault while
                processing
This is a serious problem.  Please contact Customer
Support with this message and a copy of the input file
and help us to continue to make the tools more robust.
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake: *** [cslUtils.obj] Error 2
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake: Target `all' not remade because of errors.
Build complete for project testDIO_edmaStreamLsu
Hit build again and it compiled.

------------------------********************************------------------------------

Apr 9, 2010

Somnaths evm. 

Loaded 1A with non BIOS SRIO code. 2A with slave.

Ran 1A and got

Master EDMA Streamer SRIO started 
COM: Application error = 'SRIO INITIALIZATION'
COM: Source line = '768'
COM: User Info = '0x1'
Ran 2A and hit break point after SRIO initializations (yeah)

Reloaded 1A. 

Ran OK (example didn’t work, but that’s another issue)
------------------------********************************------------------------------

Apr 9, 2010

Somnaths evm. 

Checked switches and headers to ensure they were the same.

Noticed that my board (rev C) waterfalls LEDs DS20 – DS23 and DS10 to DS13 and then makes all solid at powerup. Whereas Somnaths DS10 and DS20 LEDs only stay lit.

Launched both cores (1A and 2A). Tried to connect to 1A and got this.
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Power cycled again and not Somnath’s LEDs did the same thing as my board.

Was able to connect successfully.
Loaded cores 1A with BIOS SRIO streaming and 2A with slave.

Ran synchronously.

Core 1A went to the weeds. (fishing jargon)
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Core 2A is stuck in RIO_waitForHW.

Loaded 1A with non-bios edma srio streaming code. Reloaded 2A with slave.

Ran 1A to main. It went to the weeds again.
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Reloaded 1A and this time it went to main().

Then ran both cores sync mode.

Got error 

!ENTRY com.ti.ccstudio.debug.core 4 0 2010-04-09 08:41:27.075

!MESSAGE Error: C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-1202 Error during: Execution,   CPU pipeline is stalled and the CPU is 'not ready'. This means that the CPU has performed an access which has not completed, and the CPU is waiting. The target may need to be reset. The user can choose 'Yes' to force the CPU to be 'ready'. When this is done, the user will have the ability to examine the target memory and registers to determine the cause of the CPU stall. If CPU hang is caused by application and it has been forced to be 'ready', the CPU should not be run without a reset.    Yes

- force CPU ready (might corrupt the code)   Disconnect
- disconnect CCS so that it can be reset   Retry

- attempt the command again  

CCS was hung for about 1 minute, then I selected “terminate all”. Its been stuck at the popup window “Terminating Debug Session” for about 5 minutes. Can’t bring up Outlook, Adobe, nothing that’s on the monitor where CCS is displayed.
Finally used task manager to kill CCS.

Rebooted board.
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------------------------********************************------------------------------

Apr 8, 2010

Grabbed Somnath’s evm. Launched core 1A and loaded. Launched core 2A, connected, but got this when I tried to load.
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Clicked disconnect and waited, and waited, and waited……..

Clicked cancel and got
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Disconnected from 2A and clicked on connect. Got this error
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Thought I’d see of Core 1A would run to main and got

C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-2011 Error during: Execution,  An internal error occurred in which an illegal action (0x00000000) was requested while disconnected.  
C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-2011 Error during: Execution,  An internal error occurred in which an illegal action (0x00000000) was requested while disconnected.  
C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-2011 Error during: Execution,  An internal error occurred in which an illegal action (0x00000000) was requested while disconnected.  
Reboot board.

Launched both cores and reconnected both cores. 

Loaded and ran (started both simultaneously). 

Stopped core 2A. Slave is hung in the RIO initialization like it has before. 

Stopped Core 1A and got this
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Error connecting ko the targel com.bi.costud
= Reading Register CSR: Erre com.ti.
= Reading Register CSR: Erre com.ti.
@ Error: C64%P_24A: 2 other operation(s) were automati com.ti.costud
@ Error: C64%P_24A: 2 other operation(s) were automati com.ti.costud
@ Failed to load program 'C:\WorklCCSv4itestDIO_dbel com.ti.cestud
@ Time out in TaskProxy#getDisassemblyInstructions fo com.ti.costud
@ Error: C64%P_24a: Trouble Writing Memory Block at 0x com.bi.costud
@ Error: C64%P_24a: Trouble Writing Memory Block at 0x com.bi.costud
@ Fatal Error: CA4%P_1A: Error connecting to the targel com.ti.cestud
@ Fatal Error: CA4%P_1A: Error connecting to the targel com.ti.cestud
@ Fatal Error: CA4%P_1A: Error connecting to the targel com.ti,cestud

‘F.j] An error occurred while traversing resources, org.ed|
‘F.j] An error occurred while traversing resources, org.ed|
‘F.j] An error occurred while traversing resources, org.ed|
‘F.j] An error occurred while traversing resources, org.ed|

‘F.j] ‘Widget is disposed
& Module ti.sdo.ipc.gates, GateSpinLock not Found org. el
‘F.j] ‘Widget is disposed

org. e

org.ec
@ Unhandled event loop exception org. el
‘F.j] Failed to execute runnable (java.lang. MullPointerExce org.ec
@ Unhandled event loop exception org. el

cstud
costud
costud
costud
costud
costud
costud
costud

costud
costud

io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d
io.d

io. del

Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core
Dug.core

Dug.core

ipse.core.resources

ipse.core.resources

ipse.core.resources

ipse. core.resources
ipse.rtsc,xdckools.m,
ipse.rtsc,xdckools.m,

ipse. Ui
ipse. Ui
ipse. Ui

ipse. Ui

@ Fatal Error: C64%P_14A: Error connecting to the kargel com.ti.costudio.debug.core





Reloaded both cores again and did simultaneous run. Slave is hung and srio init as before. 

Reloaded core 1A master and run. Its stuck on RIO_waitForHW.

------------------------********************************------------------------------

Apr 8, 2010 

Just doing my thing (running and breakpointing), then tried to do a reload and now power again.
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Hendif

{
RI0_LsuIntStatus pendinglLsulnt;
RI0_ErrIntStatus pendingErrInt;
Tint 32 J:

g3rioIntCnt . dstdIsrCnt++;
#ifdef _03_SUPPORT

AA7%eip if (DI0_getRxCppiInt (hSriclirectI0) | |L
FiTelp PAPIDIOMQT isr():
F1Teip lelseq

Hendif

DI0_getPendingErrInt (h8riolirectI0, spendingErry
Log_print0{Diags USER1l, "hwid:
if (!pendingErrInt) {
A# Error occured during DIO streamineg
for(j=0;j<RI0_EDMA_ STREAM MAM;i++) [
if (hSrioDirectI0-=edmaltreamingLsul]]
DI0_getStreaminglsulnt (hSriolirectIC
if {((hCurrentDioCmd[hSriclirectI0->e¢
Log_printZ{Diags USER1,"
i, h8rioDirectIO-=
DI0_setOpCompCode (hCurrentDioCnd]
DI0_getLsulntCony
ff Handle Petry Doorbell situatic
if (DI0_getOpCompCode (hCurrentDic
i

Error occured ir

Error

Re
ogiri
gSrioIntCnt . dstdIsr_ doorbellRe
DIO_retryStreamingDbellZignal |

hirioDirectl
DI0_setOpCompCode (hCurrentDiol

Log_printl{Diags USER1,"




But the LEDs are on!

Reconnecting didn’t work. Got the following.

[image: image43.png]8 Srrorntolaing emetor





Then I hit Cancel and CCS shut down.
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Restarted CCS without power cycling the board. Was able launch Core 2A and but 1A gave me this error.
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Power cycled board. Launched, connected and loaded both cores.

Ran code but didn’t hit break point. Stopped. Reloaded. Tried to run to main() but got this out the console.

Exception abort! Check Exception Log for details.
Hit the “Reset CPU” button. Reloaded core 1A and then ran to main() successfully. Tried to run to next breakpoint in task. Got this message
Exception abort! Check Exception Log for details.
Reloaded core 1A then set breakpoints. Was able to get to beginning of task but not past SRIO initialization. Got this error.
COM: Application error = 'SRIO INITIALIZATION'
COM: Source line = '768'
COM: User Info = '0x1'
Seems to be dying on RIO_init. Traced the code to the same code that the slave was hanging on. But the timeout seems to be working and hence the reason we see the above errors.
                if (srioTimeOut != 0) timeOut++;
            } while((portNok & 0x1)&&(timeOut<1000));
            if (portNok & 0x1) {
               COM_doError(NULL,COM_ECODE_SRIOINIT,COM_EFATAL0,__LINE__,status);
            }
------------------------********************************------------------------------

Apr 8, 2010

Power cycled board.

Tried to connect to Core 1A. Got
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------------------------********************************------------------------------

Changed data model to far and added COM_Chrono functions back in. Builds OK now.
------------------------********************************------------------------------

Apr 8, 2010

Took out Agent. Seemed to work better but got this when I tried to load.
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Dang, somethings gone wrong with the board. No power according to CCS. But the LEDs are lit up.
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if (status != CSL_SRIO_TRANS NO_ERR) {
Log_printl{Diags USERl," Transaction failed.

Fi%ysten printf("\t Transaction failed. Statu
while(l);
H
AF Free Pre-Configured EDMAL LEU sets
if (testObjTabltestIndex].raw_lsu setup){
if (hPreConfiglsulegs[testIndex] != NULL)
i
Memory free(NULL, hPreConfiglsuRegs[testl
hPreConfiglsulegs[testIndex] = NULL;
H

H
DIO_resetCurlsulnd{swritelegqObi[0]);

testBenchltestIndex * mumlflirrays] = TIMER CLE ST

deltaTine = (£2 - t£l);
ifftl = £2) ff counter wrap around condition
{
deltaTime = £l - tZ;
deltaTime = 4254967235 - deltaTime + 1;
H

dataPate _kbps = (Tinc32) (((Uince4)CPT_CLE_MHZ *

4 (TIMER_CLE_SEC_DIV

A4 ideltaTime)); //F

Log_print,S(E)iags_USERl," Chrono tl = %d, Chrono
if (wverbose) [

if (test0bjTabltestIndex].opNotifier == DIO_K

i

Log_print3(Diags USER1, " 36&d bytes witk




Hit “terminate all” button. Power cycled board. This popped out when I hit the “Connect Target” button on Core 1A.

There was no problem connecting to Core 2A. Loaded core 2A and ran it. It was stuck in “waitForHw”
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1 RIO_jnit{structk RIO_SrioObj *, unsigned short, struck CSL_
2 main() at main_slave.c:254 0x0085c52c

3 c_int00¢) at boot,c:27 0x00867620

| Spectrum Digital DSK-E¥M-sZdsp onboard USE Emulator_0jCa4xP_22
B Spectrum Digital DSK-EYM-eZdsp onboard LISE Emulator_DjCE4xP_2¢

e

45 #define _ RIO_INIT C

46 #include "RIO_init.h"

47

45 #Hpragma CODE_SECTION(RIO_init, ".text:riolnit");
45 Hpragma CODE_SECTION(RIO_getSetupindInit, ".text:
50 #Hpragma CODE_SECTION(RIO_waitForHw, "_text:riolni
El

EZ f* Zpin in a delay loop */

L4 RIO_waitForHw(

EL 1imn delay
Ee
57l
Ea wolatile Tint3Z i, n;
£
&0 n = 0;
&1 for i = 0; i = delay; it++)
B i
632 n=mn+1l;
64 )
Bl cs
1

&7 static woid
&2 RIO_setPortConfigl

&3 RI0_SrioHandle srioHandle

7000

710

72 Tint3Z i;

73 CSL_SrioRegs *srioRegs;

74

75 srioRegs = (CS5L_SrioRegs*){srioHandle->hCs10k
7e

77

C8L_FINS(sriokegs->GEL_EN, SRIO0_GEL_EN_EN, O




Code is stuck in this loop.  Its polling the SP ERR STAT and it returns an error.

            do {
           
    status = CSL_srioHwSetup (srioHandle->hCslObj, &srioHwSetup);
                if (status != CSL_SOK) { 
                   COM_doError(NULL,COM_ECODE_SRIOINIT,COM_EFATAL0,__LINE__,status);   
                }
                RIO_waitForHw(100000);
                /* Check Port Ok bit */
                portNok = 0;
   


    if ( srioHandle->portConfig == RIO_PORT_CONFIG_1X_4X_MODE) {
                    response.index = 0;
                    CSL_srioGetHwStatus (srioHandle->hCslObj, CSL_SRIO_QUERY_SP_ERR_STAT, &response);
                    portNok |= response.data;
                }else{





for (index=0; index< CSL_SRIO_MODULE_PORTS_MAX; index++) {
                       if (srioHandle->portEn[index]) {
                          response.index = index;
                          CSL_srioGetHwStatus (srioHandle->hCslObj, CSL_SRIO_QUERY_SP_ERR_STAT, &response); EJP Response.data is 1
                          portNok |= response.data;
                       }
                    }
                }
                if (srioTimeOut != 0) timeOut++;
            } while((portNok & 0x1)&&(timeOut<1000));
It looks like the problem may be that the slave is relying on the master to initialize the SRIO port. 
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------------------------********************************------------------------------

Apr 8, 2010

Can’t seem to reload master now after hitting break point.
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I selected cancel this time and tried to reload. Got this
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Ensure the linker command file matches the memory map.
C64XP_1A: File Loader: Data verification failed at address 0x0083FFF4 Please verify target memory and memory map.
Error found during data verification.
Ensure the linker command file matches the memory map.
C64XP_1A: File Loader: Data verification failed at address 0x0083FFF4 Please verify target memory and memory map.
Error found during data verification.
Ensure the linker command file matches the memory map.

I checked memory at 0x0083FFF4 and I could read it through the memory viewer.
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It seems to want to start at memory that does not exist.
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When I disconnected core 1A and then reconnected, the gel script rna and it started at 0x3c00 0000. 
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Then I was able to reload and all was good.

This time I closed the log_print and execution graphs. 
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I loaded and ran to an earlier breakpoint just after the first SRIO write to core 2A. Then tried the reload and got:
C64XP_1A: Can't Run Target CPU: Error 0x00000024/-1060 Error during: Register, Execution,  An unknown error prevented the emulator from accessing the processor in a timely fashion. It is recommended to RESET EMULATOR.  This will disconnect each  target from the emulator.  The targets should then be power cycled or hard reset followed by an emureset and reconnect to each target.  
C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-1200 Error during: Execution,  The current execution mode does not support this request  
C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-1200 Error during: Execution,  The current execution mode does not support this request  
C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-1200 Error during: Execution,  The current execution mode does not support this request  
C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-1200 Error during: Execution,  The current execution mode does not support this request  
C64XP_1A: Trouble Halting Target CPU: Error 0x00000020/-1200 Error during: Execution,  The current execution mode does not support this request  
C64XP_1A: The GEL callback "OnTargetConnect()" is no longer running atomically

Next I hit the Terminal All button. Then connected cores 1A and 2A. Loaded programs and ran to main.
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Tried to load core 1A and got
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Now why would I get this? Core 2A is not running BIOS. Only core 1A is.

Once I hit OK, it seems to have reloaded core 1a because I am at c_int00. I ran to main() then reloaded. Reload was OK. Ran to my to the beginning of my only task and hit a breakpoint at my first instruction.

Then I tried a reload and got

[image: image59.png]‘Conft Run Terget CPU B
Error 0x00000024]-1060

Ertor curing: Regiter, Execution,

i unknown ervor prevented the emulator from accessing the processor
in a tinely Fastion,

It s recommended to RESET EMULATOR, This wil disconnect each
target from the emulator. The targets should then be power cycled

or hard reset follawed by an emureset and reconnect to each target

e





C64XP_1A: Can't Run Target CPU: Error 0x00000024/-1060 Error during: Register, Execution,  An unknown error prevented the emulator from accessing the processor in a timely fashion. It is recommended to RESET EMULATOR.  This will disconnect each  target from the emulator.  The targets should then be power cycled or hard reset followed by an emureset and reconnect to each target.  
I hit the disconnect button and then hit then reconnect. The I hit reload and got
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But I don’t have two BIOS apps running!

I selected OK

As before, it reloaded and is at c_int00.

Ran to main and then reloaded and to BIOS_start. No problem.

Reloaded and ran to the first instruction in my only task. Then reloaded and ran. No problem. Now why didn’t it fail here because it did before!

------------------------********************************------------------------------

Apr 8, 2010

Have you left CCSv4 running over night? I’m going to monitor this more closely, but this morning I came in and my available RAM was down to 300 MB. After stopping CCS, it was 1 MB. After starting CCS its now 825 MB. Then I connected to the cores and ran to the breakpoint I had left it at yesterday. My execution graph is also open as it was yesterday. Now I’m at 700 MB.

Something in eclipse ate up 400 MB.
This could explain why typically in the morning the CCS seems sluggish and or it just stops working.
------------------------********************************------------------------------

Apr 7, 2010

Ran core 2A, then tried to run core 1A and got
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Clicked Disconnect but had to hit “disconnect all” to recover.

------------------------********************************------------------------------

Apr 7, 2010

Restarted CCSv4. Have 1.3 GB RAM. Trying out new Xmx512m and Xms128m eclipse.ini options.

Noticed that my "${CslDir6474}/inc" and "${CslIntDir}/inc" macros don’t work anymore.
------------------------********************************------------------------------

Apr 7, 2010. CCSv4 didn’t recover. A pop up window came up that said “An internal error has occurred….Eclipse has run out of memory.”  But I have 615 MB RAM! It also said something about looking at a run time manual. But half the popup was blocked by the task manager. After moving it, the popup looked like this. Arg. I gave eclipse.exe a higher priority and it still didn’t respond. Can’t even right click on task menu to close application. 
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Eventually got this.
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CiProgram Fis!Texas Instruments|ccsvéleclpseljrelbinjava.exe

“imsdgm

“imezStm
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-margs
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“DXPCOM,RUNTIME=C:Program Files| Texas Instruments|ccsv4|DebugServer wind2.

“Dxpcom bridge. executeOnDedcatedThread=yes

“Dorg.eclpse. st browser. XULRUNnerPath=C: prograim Fles|Texas Instruments|ccsv4|Debugserver|wina2
“Dosgiinstance.area.defal=fie: D:/Datajepatto/norkspace]

Sar CiiProgram FlestTexas Instrumentsiccsvdecipselstartup jar

o





Now back up to 1.5 GB RAM. Starting over again. Arg.
------------------------********************************------------------------------

Apr 6, 2010

Made changes to common.cfg. Compiled. Now can’t get CCSv4 to respond. Its slowly updating parts of its display on my screen. Avail RAM is 760 MB. Low JVM message requesting I increase Xmx memory in eclipse.ini file. Incresed Xmx to 512 and Xms to 128. Going home to wait for it to come back on its own.

------------------------********************************------------------------------

Apr 6, 2010

After reboot, connected to target and loaded programs as before. Ran slave. Then got this error when running master.
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Was able to reconnect to master, load and go to main.

------------------------********************************------------------------------

Apr 6, 2010

Have two cores loaded. 1A has BIOS and 2A is simple non-BIOS program (dbell slave)

Ran code for awhile. Looked at event viewer. Paused event viewer. In Printf Logs scrolled down log entries. Then edited a file. Noticed it was really slow. Clicked on button to stop CPU. Took about 50 seconds for the CPU to finally stop. Now editor is very slow. Task man says I’m down to 200 MB ram. Although I stopped the CPU, CCSv4 is still using CPU cycles.
Looked at event viewer and it was still going! (showing tasks as if the first core was still running)

Stopped second CPU 2A non-BIOS core and event viewer stopped.

Event Viewer shows CCSv4 still using CPU.

Closed event viewer tab – no change in CPU usage.

Closed Printf Log tab. – CPU usage dropped to almost zero yet TraceSever and TraceCntrl were still using a small amount of CPU (0.2%).

Only have 218 MB Ram available (of 2 GB)
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------------------------********************************------------------------------

Tried saving common.cfg. Process Explorer shows CCS using 12.6% yet CCSv4 windows are taking forever to respond. Available RAM is 714 MB. 

Not responding. Had to terminate it. 

[image: image67.png]VM terminated, Exit code=1073807364
CiProgram Fis!Texas Instruments|ccsvéleclpseljrelbinjava.exe

“imsdgm

“imezStm

“iXiMaxPermsize=96m

“DXPCOM,RUNTIME=C:Program Files| Texas Instruments|ccsv4|DebugServer wind2.

“Dxpcom bridge. executeOnDedcatedThread=yes

“Dorg.eclpse. st browser. XULRUNnerPath=C: prograim Fles|Texas Instruments|ccsv4|Debugserver|wina2
“Dosgiinstance.area.defal=fie: D:/Datajepatto/norkspace]

ar CiiProgram FlesiTexas Instrumentsiccsvdecipselstartup. jar

05 win32

ws win32

“arch x36

launcher C:{Program Fles{Texas Instrumentsiccsvalecipseleclipse.exe:

-name Edipse.

~showsplash 600

“exitdata 1768_c4

-vm Cilprogran Files\Texas Instruments|cesveleclpselirelbinjavau exe

-margs

“imsdm

“imezStm

“iXiMaxPermsize=96m

“DXPCOM,RUNTIME=C:Program Files| Texas Instruments|ccsv4|DebugServer wind2.

“Dxpcom bridge. executeOnDedcatedThread=yes

“Dorg.eclpse. st browser. XULRUNnerPath=C: prograim Fles|Texas Instruments|ccsv4|Debugserver|wina2
“Dosgiinstance.area.defal=fie: D:/Datajepatto/norkspace]

Sar CiiProgram FlestTexas Instrumentsiccsvdecipselstartup jar

o





------------------------********************************------------------------------

Apr 5, 2010

Switching back and forth between log.cfg and common.cfg. Now gui is stuck on “Validating common.cfg”. Yet process explorer says its only using 12.6% of CPU. It eventually finished after about 3 minutes.
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------------------------********************************------------------------------

Apr 3rd. Hit terminate all button.
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------------------------********************************------------------------------

Apr 2, 2010: Locked up when changing from RTA event to log viewer. Had to use task manager to close. 

Running canned RTA example. Only running one core. Avail ram: 1.2 GB
------------------------********************************------------------------------

Apr 2, 2010: Locked up when zooming out of RTA exec graph. Had to use task manager to close. Running canned RTA example. Only running one core. Avail ram: 1.2 GB
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------------------------********************************------------------------------

Created a new configuration file. Replaced the old one. Then ran build.

**** Build of configuration Debug for project testDIO_edmaStreamLsu_bios6 ****
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake -k all 
'Building file: ../swi.c'
'Invoking: Compiler'
"C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/bin/cl6x" -mv64+ -g --define=_DEBUG --define=USE_BIOS_6 --define=_OS_SUPPORT --define=_COM_BENCH --define=CHIP_C6474 --include_path="C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/include" --include_path="C:/CCStudio_v3.3/boards/evmc6474_v1/include" --include_path="C:/Program Files/Texas Instruments/bios_6_21_00_13/packages/ti/bios/include" --include_path="C:/CCStudio_v3.3/C6000/csl_c6474/inc" --include_path="C:/CCStudio_v3.3/C6000/csl_c64xplus_intc/inc" --include_path="C:/CCStudio_v3.3/DIOLib_1_0_0/source/dio/include" --include_path="C:/CCStudio_v3.3/DIOLib_1_0_0/source/rio/include" --include_path="C:/CCStudio_v3.3/DIOLib_1_0_0/source/com/include" --include_path="C:/CCStudio_v3.3/DIOLib_1_0_0/test/tools" --diag_warning=225 --preproc_with_compile --preproc_dependency="swi.pp" --cmd_file="C:/Work/CCSv4/testDIO_edmaStreamLsu_bios6_configuration/Default/configPkg/compiler.opt"  "../swi.c"
INTERNAL ERROR: C:/Program Files/Texas Instruments/C6000 Code Generation Tools 6.1.13/bin/cl6x experienced a segmentation fault while
                processing
This is a serious problem.  Please contact Customer
Support with this message and a copy of the input file
and help us to continue to make the tools more robust.
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake: *** [swi.obj] Error 2
C:\Program Files\Texas Instruments\ccsv4\utils\gmake\gmake: Target `all' not remade because of errors.
Build complete for project testDIO_edmaStreamLsu_bios6
------------------------********************************------------------------------

I was shutting down CCSv4 and the “Saving Workspace” window popped up. At that point I hit Ctrl M to clear the screen. CCSv4 hung.
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Mar22, 2010: Dyesl core EDMA sireaming example,, Crash happened when doing reload.
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Had to kill with task manager
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------------------------********************************------------------------------

DIO Library
Started slave and code is hung on RIO_init.c RIO_init(). Ran master and then the problem stopped.

            do {
           
    status = CSL_srioHwSetup (srioHandle->hCslObj, &srioHwSetup);
                if (status != CSL_SOK) { 
                   COM_doError(NULL,COM_ECODE_SRIOINIT,COM_EFATAL0,__LINE__,status);   
                }
                RIO_waitForHw(100000);
                /* Check Port Ok bit */
                portNok = 0;
   


    if ( srioHandle->portConfig == RIO_PORT_CONFIG_1X_4X_MODE) {
                    response.index = 0;
                    CSL_srioGetHwStatus (srioHandle->hCslObj, CSL_SRIO_QUERY_SP_ERR_STAT, &response);
                    portNok |= response.data;
                }else{





for (index=0; index< CSL_SRIO_MODULE_PORTS_MAX; index++) {
                       if (srioHandle->portEn[index]) {
                          response.index = index;
                          CSL_srioGetHwStatus (srioHandle->hCslObj, CSL_SRIO_QUERY_SP_ERR_STAT, &response);
                          portNok |= response.data;
                       }
                    }
                }
                if (srioTimeOut != 0) timeOut++;
            } while((portNok & 0x1)&&(timeOut<1000));
------------------------********************************------------------------------

Mar 22, 2010: Dueal core EDMA streaming example.. Crash happened when doing reload.
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------------------------********************************------------------------------

Mar 16. Started CCSv4 after closing down CCSv3. But was able to load and run two cores successfully with the dbell example. (no BIOS)
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------------------------********************************------------------------------

Mar 10, 2010

Compiling imported DIO Library project (was able to build it and then uncommented BRU_systemEnumerate.c, compiled errors, so re-commented it and then compiled.
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After closing error, the compile continued. Very strange.

------------------------********************************------------------------------

Mar 5, 2010 

Created project using template. 

Connected to target 1A (C6474)

Then selected “debug project”

GUI said already connected. Do I want to terminate and restart. I said sure. Then got this.
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------------------------********************************------------------------------

Mar 2, 2010

Running smmqttest.c

Stopped all on its own and this popped up. Then got “This program is not responding”. 

Had to use task manager to kill it.
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After killing with task manager, this popped up
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------------------------********************************------------------------------

Mar 2, 2010

When looking at ROV 
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------------------------********************************------------------------------

After running smmqtest.c for awhile, this pops up. CCSv4 gets automatically shut down.
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------------------------********************************------------------------------

Mar 2nd, 2010

This error occurred after I lost comm to core 1B c6474 (I could still control core 1A). I powered down the board and hit the red stop debug button. CCSv4 was hung after this point.
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