
DESIGNED & DIMENSIONED
IN MILLIMETERS[INCHES]

DO NOT
SCALE FROM

THIS PRINT

  CABLE TYPE
  -CA1: USE CCA-316 COAX CABLE
  -CA2: USE CCA-178 COAX CABLE
  -CS5: USE MWC-2550-01-COAX CABLE
  -CA3: USE CCA-179 COAX CABLE
  (SEE TABLE 4, SHEET 3)

No OF POSITIONS
-2,-4, -6, -8

END 1 PLATING OPTION
1: GOLD ALL COMPONENTS
4: ALTERNATE GOLD / GOLD FLASH / NICKEL
(SEE TABLE 3, SHEET 3)

SERIES
GRF1: GRF 50 OHM CONNECTORS
GRF7: GRF 75 OHM CONNECTORS
(SEE TABLE 2)

LENGTH
-XXXX (IN MILLIMETERS)
 0100 MIN (SEE NOTE 4)

GRFXH-X-XXXX-X-XXX-X-XXXXX

END 2 OPTION
(SEE  SHEET 4 TABLE 6)
(FOR SINGLE ENDED ASSEMBLY INSTRUCTIONS SEE 
DRAWING No. GRFX-P-C-XX-XXXX-XXX-X-X-XX)

END 2 PLATING OPTION
1: GOLD ALL COMPONENTS
2: GOLD / NICKEL COMBINATION
3: ALTERNATE GOLD / NICKEL
4: ALTERNATE GOLD / GOLD FLASH / NICKEL
7. ALTERNATE GOLD MEDIUM/ GOLD FLASH
(SEE SHEET 5 -12 FOR PLATING SPECIFICS)

SCREW OPTION
-S: CAPTIVE PANEL SCREWS
BLANK: NO SCREWS
(SEE FIG 1 & F1G 2)

SERIES
H: HYBRID 
(ASSORTED END 2 OPTION)

*
*

REF

(No OF POS 
x 5.00[.197]) 
+ 11.60[.457]

15.50 .610
REF2.86  REF.112

(SEE NOTE 4 FOR CABLE LENGTH)

LENGTH: XXXX
(SEE TABLE 1 FOR TOLERANCE)

4.19  REF.165
8.89  REF.350

28.58  REF1.125

"A"
REF

END 1 END 2

C6.00  REF.236

REF

(No OF POS 
x 5.00[.197])
+ 7.20[.283] REF

(No OF POS -1)
x 5.00[.197]

'A'

"C" REF
(PIN) 

"B" REF
(SHELL)

DETAIL 'A' 
SCALE 8 : 1

C

FIG 1
GRFXH-4-XXXX-X-CXX-S-01SPX SHOWN

*=NOT RELEASED FOR PRODUCTION.

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN MILLIMETERS.
TOLERANCES  ARE:
DECIMALS                     ANGLES
.X: 0.3 [.01]               5 °
.XX: 0.13 [.005]
.XXX: 0.051 [.0020]
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NOTES:

1.         REPRESENTS A CRITICAL DIMENSION.
2. USE REMOVAL TOOL #CAT-EX-GRF1-01 TO REMOVE CABLES FROM ASSEMBLY.
3. MINIMUM PULL OUT FORCE: 5 LBS.
4. CABLE LENGTHS LONGER THAN 1000 MILLIMETERS ARE NOT SUPPORTED BY S.I. TEST DATA.
5. CABLE CUT LENGTH: = (LENGTH: XXXX) - (SUBTRACTOR FOR END 1) - (SUBTRACTOR FOR END 2).
   (SEE SHEET 2, TABLE 5 FOR SUBTRACTORS)
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END 1
(GRFXH CONNECTOR)

(USE DRAWING No. GRFX-P-C-XX-XXXX-XXX-X-X-XX
FOR ASSEMBLY INSTRUCTIONS)

((NO POS X 5.00[1.97]+4.60[0.181])

FIG 2
GRFXH-4-XXXX-X-CXX-01SPX SHOWN

[DIFFERENT AS SHOWN, OTHERWISE SAME AS FIG 1]

'B'

GRF1-P-C-04-XXXX-CXX-S-S-XX

'C'

GRF7-P-C-04-XXXX-CXX-S-S-XX

'D'

GRF1-P-C-04-XXXX-CS5-S-S-XX*

DETAIL 'B' 
SCALE 6 : 1

DETAIL 'C' 
SCALE 6 : 1

DETAIL 'D' 
SCALE 6 : 1
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-01BJ
(STRAIGHT BULKHEAD JACK)

(USE DRAWING No. SMA-J-C-X-ST-BH1
OR: SMA-J-C-X-ST-BH2
OR: SMA-J-C-X-ST-BS5

FOR ASSEMBLY INSTRUCTIONS)

-01RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. SMA-P-C-X-RA-CA1 
FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMA-P-C-H-ST-CA1
       OR: SMA-P-C-H-ST-CS5)

NOTE: ALL CRITICAL DIMENSIONS ON SMA-P-C-X-ST-CA1
OR: SMA-P-C-X-ST-CS5 THAT APPLY MUST BE VERIFIED.

-01SP
(STRAIGHT PLUG)

(USE DRAWING No. SMA-P-C-X-ST-CA1
OR: SMA-P-C-X-ST-CS5

FOR ASSEMBLY INSTRUCTIONS)

-01BR (REVERSED POLARITY)
(STRAIGHT BULKHEAD JACK)

(USE DRAWING No. SMA-J-C-X-ST-BR1
OR: SMA-J-C-X-ST-BR2

FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMA-P-C-H-RA-CA1)

NOTE: ALL CRITICAL DIMENSIONS ON SMA-P-C-X-RA-CA1 
           THAT APPLY MUST BE VERIFIED.

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMA-J-C-H-ST-BH1
      OR: SMA-J-C-H-ST-BH2, OR: SMA-J-C-H-ST-BS5)

NOTE: ALL CRITICAL DIMENSIONS ON SMA-J-C-X-ST-BH1
           OR: SMA-J-C-X-ST-BH2, OR: SMA-J-C-X-ST-BS5 
           THAT APPLY MUST BE VERIFIED.

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMA-J-C-H-ST-BR1
      OR: SMA-J-C-H-ST-BR2)

NOTE: ALL CRITICAL DIMENSIONS ON SMA-J-C-X-ST-BR1
OR: SMA-J-C-X-ST-BR2 THAT APPLY MUST BE VERIFIED.

PLATING OPTIONS
7: 10μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
          (END CONNECTOR P/N: SMP-J-C-GF-ST-CS5)

9: 30μ" MIN. GOLD CENTER CONTACT
    10μ" MIN. GOLD OUTER CONTACT
     3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: SMP-J-C-HG-ST-CS5)

NOTE: ALL CRITICAL DIMENSIONS ON SMP-J-C-XX-ST-CS5
           THAT APPLY MUST BE VERIFIED.

-00SJ
(STRAIGHT JACK)

(USE DRAWING No. SMP-J-C-XX-ST-CS5
FOR ASSEMBLY INSTRUCTIONS)

-00RJ
(RIGHT ANGLE JACK)

(USE DRAWING No. SMP-J-C-XX-RA-CS5
FOR ASSEMBLY INSTRUCTIONS)

PLATING OPTIONS
7: 10μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
          (END CONNECTOR P/N: SMP-J-C-GF-RA-CS5)

9: 30μ" MIN. GOLD CENTER CONTACT
    10μ" MIN. GOLD OUTER CONTACT
     3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: SMP-J-C-HG-RA-CS5)

NOTE: ALL CRITICAL DIMENSIONS ON SMP-J-C-XX-RA-CS5
           THAT APPLY MUST BE VERIFIED.
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PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMA-J-C-H-ST-SB1
       OR: SMA-J-C-H-ST-SB2)

-01SB
(SEALED STRAIGHT BULKHEAD JACK)

(USE DRAWING No. SMA-J-C-X-ST-SB1
OR: SMA-J-C-H-ST-SB2

FOR ASSEMBLY INSTRUCTIONS)

-01SR (REVERSED POLARITY)
(SEALED STRAIGHT BULKHEAD JACK)

(USE DRAWING No. SMA-J-C-X-ST-SR1
OR: MA-J-C-X-ST-SR2

FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON SMA-J-C-X-ST-SR1
OR: MA-J-C-X-ST-SR2 THAT APPLY MUST BE VERIFIED.

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: SMA-J-C4-H-ST-PN1)

7: 10μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: SMA-J-C4-GF-ST-PN1)

NOTE: ALL CRITICAL DIMENSIONS ON SMA-J-C4-XX-ST-
PN1
           THAT APPLY MUST BE VERIFIED.

-01PN
(STRAIGHT PANEL MOUNT JACK)

(USE DRAWING No. SMA-J-C4-XX-ST-PN1
FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMA-J-C-H-ST-SR1
       OR: MA-J-C-H-ST-SR2)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: MCX-J-C-H-ST-CA1
       OR: MCX-J-C-H-ST-CA2)

NOTE: ALL CRITICAL DIMENSIONS ON MCX-J-C-X-ST-CA1
OR: MCX-J-C-X-ST-CA2 THAT APPLY MUST BE VERIFIED.

-02SJ
(STRAIGHT JACK)

(USE DRAWING No. MCX-J-C-X-ST-CA1
OR: MCX-J-C-X-ST-CA2

FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON SMA-J-C-X-ST-SB1
OR: SMA-J-C-H-ST-SB2 THAT APPLY MUST BE VERIFIED.

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: MCX-P-C-H-RA-CA1
       OR: MCX-P-C-H-RA-CA2)

2: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
      (END CONNECTOR P/N: MCX-P-C-HN-RA-CA1
       OR: MCX-P-C-HN-RA-CA2)

NOTE: ALL CRITICAL DIMENSIONS ON MCX-P-C-XX-RA-CA1
OR: MCX-P-C-XX-RA-CA2 THAT APPLY MUST BE VERIFIED.

-02RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. MCX-P-C-XX-RA-CA1
OR: MCX-P-C-XX-RA-CA2

FOR ASSEMBLY INSTRUCTIONS)
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-02SP
(STRAIGHT PLUG)

(USE DRAWING No. MCX-P-C-XX-ST-CA1
OR: MCX-P-C-XX-ST-CA2

FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON MCX-P-C-XX-ST-CA1
OR: MCX-P-C-XX-ST-CA2 THAT APPLY MUST BE VERIFIED.

-03SP
(STRAIGHT PLUG)

(USE DRAWING No. MMCX-P-C-XX-ST-CA1
OR: MMCX-P-C-XX-ST-CA2

FOR ASSEMBLY INSTRUCTIONS)

-03RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. MMCX-P-C-X-RA-CA1
OR: MMCX-P-C-X-RA-CA2

FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON MMCX-P-C-X-RA-CA1
OR: MMCX-P-C-X-RA-CA2 THAT APPLY MUST BE VERIFIED.

NOTE: ALL CRITICAL DIMENSIONS ON BNC5-P-C-XX-ST-CA1
BNC5-P-C-XX-ST-CA2 THAT APPLY MUST BE VERIFIED.

-04SP
(STRAIGHT PLUG)

(USE DRAWING No. BNC5-P-C-XX-ST-CA1
OR: BNC5-P-C-XX-ST-CA2

FOR ASSEMBLY INSTRUCTIONS)

-04BJ
(STRAIGHT BULKHEAD JACK)

(SEE NOTE 17)

(USE DRAWING No. BNC5-J-C-XX-ST-BH1
OR: BNC5-J-C-XX-ST-BH2

FOR ASSEMBLY INSTRUCTIONS)

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: MCX-P-C-H-ST-CA1
       OR: MCX-P-C-H-ST-CA2)

2: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
      (END CONNECTOR P/N: MCX-P-C-HN-ST-CA1
       OR: MCX-P-C-HN-ST-CA2)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: MMCX-P-C-H-RA-CA1
       OR: MMCX-P-C-H-RA-CA2)

PLATING OPTIONS
2: 30μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: BNC5-P-C-HN-ST-CA1
   OR:BNC5-P-C-HN-ST-CA2)

3: 10μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: BNC5-P-C-GN-ST-CA1
  OR: BNC5-P-C-GN-ST-CA2)

PLATING OPTIONS
2: 30μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: BNC5-J-C-HN-ST-BH1
  OR: BNC5-J-C-HN-ST-BH2)

3: 10μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: BNC5-J-C-GN-ST-BH1
   OR: BNC5-J-C-GN-ST-BH2)

NOTE: ALL CRITICAL DIMENSIONS ON BNC5-J-C-XX-ST-BH1
OR: BNC5-J-C-XX-ST-BH2 THAT APPLY MUST BE VERIFIED.

NOTE: ALL CRITICAL DIMENSIONS ON TNC-P-C-XX-ST-CA1
OR: TNC-P-C-XX-ST-CA2 THAT APPLY MUST BE VERIFIED.

-05SP
(STRAIGHT PLUG)

(USE DRAWING No. TNC-P-C-XX-ST-CA1
OR: TNC-P-C-XX-ST-CA2

FOR ASSEMBLY INSTRUCTIONS)

PLATING
3: 10μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: TNC-P-C-GN-ST-CA1
   OR: TNC-P-C-GN-ST-CA2)

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: MMCX-P-C-H-ST-CA1
       OR: MMCX-P-C-H-ST-CA2)

2: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
      (END CONNECTOR P/N: MMCX-P-C-HN-ST-CA1
       OR: MMCX-P-C-HN-ST-CA2)

NOTE: ALL CRITICAL DIMENSIONS ON MMCX-P-C-XX-ST-CA1
OR: MMCX-P-C-XX-ST-CA2 THAT APPLY MUST BE VERIFIED.
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-05BJ
(STRAIGHT BULKHEAD JACK)

(USE DRAWING No. TNC-J-C-XX-ST-BH1
OR: TNC-J-C-XX-ST-BH2

FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON TNC-J-C-XX-ST-BH1
OR: TNC-J-C-XX-ST-BH2 THAT APPLY MUST BE VERIFIED.

-06BJ
(STRAIGHT BULKHEAD JACK)

(USE DRAWING No. NTPE-J-C-XX-ST-BH1
OR: NTPE-J-C-XX-ST-BH2

FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON NTPE-J-C-XX-ST-BH1
OR: NTPE-J-C-XX-ST-BH2 THAT APPLY MUST BE VERIFIED.

-07SP
(STRAIGHT PLUG)

(USE DRAWING No. SMB5-P-C-XX-ST-CA1 
FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON SMB5-P-C-XX-ST-CA1 
           THAT APPLY MUST BE VERIFIED.

-07RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. SMB5-P-C-XX-RA-CA1  
FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON SMB5-P-C-XX-RA-CA1  
           THAT APPLY MUST BE VERIFIED.

-07BJ
(STRAIGHT BULKHEAD JACK)

(USE DRAWING No. SMB5-J-C-X-ST-BH1  
OR: SMB5-J-C-X-ST-CA2

FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON SMB5-J-C-X-ST-BH1  
OR: SMB5-J-C-X-ST-CA2 THAT APPLY MUST BE VERIFIED.

PLATING OPTIONS
2: 30μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: NTPE-J-C-HN-ST-BH1
   OR: NTPE-J-C-HN-ST-BH2)

3: 10μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: NTPE-J-C-GN-ST-BH1
   OR: NTPE-J-C-GN-ST-BH2)

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMB5-P-C-H-ST-CA1)

2: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
      (END CONNECTOR P/N: SMB5-P-C-HN-ST-CA1)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMB5-J-C-H-ST-BH1
       OR: SMB5-J-C-H-ST-CA2)

-13GP
(STRAIGHT PLUG)

(USE DRAWING No. GRFS-P-C-X-ST-CA1
OR: GRFS-P-C-X-ST-CA2

FOR ASSEMBLY INSTRUCTIONS)
(316 OPTION ONLY)

NOTE: ALL CRITICAL DIMENSIONS ON GRFS-P-C-X-ST-CA1
OR: GRFS-P-C-X-ST-CA2 THAT APPLY MUST BE VERIFIED.

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: GRFS-P-C-H-ST-CA1
       OR: GRFS-P-C-H-ST-CA2)

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: SMB5-P-C-H-RA-CA1)

2: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
      (END CONNECTOR P/N: SMB5-P-C-HN-RA-CA1)

PLATING OPTIONS
2: 30μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: TNC-J-C-HN-ST-BH1
   OR: TNC-J-C-HN-ST-BH2)

3: 10μ" MIN. GOLD CENTER CONTACT
  100μ" MIN. NICKEL OUTER CONTACT
  100μ" MIN. NICKEL REMAINING METAL PARTS
  (END CONNECTOR P/N: TNC-J-C-GN-ST-BH1
   OR: TNC-J-C-GN-ST-BH2)
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NOTE: ALL CRITICAL DIMENSIONS ON GRFS-J-C-X-ST-CA1
           THAT APPLY MUST BE VERIFIED.

-13GJ
(STRAIGHT JACK)

(USE DRAWING No. GRFS-J-C-X-ST-CA1
FOR ASSEMBLY INSTRUCTIONS)

(316 OPTION ONLY)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
      3μ" MIN. GOLD OUTER CONTACT
      3μ" MIN. GOLD REMAINING METAL PARTS
      (END CONNECTOR P/N: GRFS-J-C-H-ST-CA1)

PLATING 
4: 10μ" MIN. GOLD CENTER CONTACT
     3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: SSMB-P-C-GF-RA-CA1
     OR: SSMB-P-C-GF-RA-CA2)

NOTE: ALL CRITICAL DIMENSIONS ON SSMB-P-C-XX-RA-CA1
OR: SSMB-P-C-XX-RA-CA2 THAT APPLY MUST BE VERIFIED.

PLATING 
4: 10μ" MIN. GOLD CENTER CONTACT
     3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: SSMB-P-C-GF-ST-CA1
     OR: SSMB-P-C-GF-ST-CA2)

NOTE: ALL CRITICAL DIMENSIONS ON SSMB-P-C-XX-ST-CA1
OR: SSMB-P-C-XX-ST-CA2 THAT APPLY MUST BE VERIFIED.

-V3SJ
(STRAIGHT JACK)

(USE DRAWING No. MMCXV-J-C-XX-ST-CA1
OR: MMCXV-J-C-XX-ST-CA2
OR: MMCXV-J-C-XX-ST-CS5

FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. NICKEL REMAINING METAL PARTS
    (END CONNECTOR P/N: MMCXV-J-C-HF-ST-CA1
    OR: MMCXV-J-C-HF-ST-CA2, OR: MMCXV-J-C-HF-ST-CS5)

4: 10μ" MIN. GOLD CENTER CONTACT
     3μ" MIN. GOLD OUTER CONTACT
     100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCXV-J-C-GF-ST-CA1
     OR: MMCXV-J-C-GF-ST-CA2, OR: MMCXV-J-C-GF-ST-CS5)

NOTE: ALL CRITICAL DIMENSIONS ON MMCXV-J-C-XX-ST-CA1
           OR: MMCXV-J-C-XX-ST-CA2, OR: MMCXV-J-C-XX-ST-CS5
           THAT APPLY MUST BE VERIFIED.

-V3SP
(STRAIGHT PLUG)

(USE DRAWING No. MMCXV-P-C-XX-ST-CA1
OR: MMCXV-P-C-XX-ST-CA2
OR: MMCXV-P-C-XX-ST-CS5

FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. NICKEL REMAINING METAL PARTS
    (END CONNECTOR P/N: MMCXV-P-C-HF-ST-CA1
     OR: MMCXV-P-C-HF-ST-CA2, OR: MMCXV-P-C-HF-ST-CS5)

4: 10μ" MIN. GOLD CENTER CONTACT
     3μ" MIN. GOLD OUTER CONTACT
     100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCXV-P-C-GF-ST-CA1
      OR: MMCXV-P-C-GF-ST-CA2, OR: MMCXV-P-C-GF-ST-CS5)

NOTE: ALL CRITICAL DIMENSIONS ON MMCXV-P-C-XX-ST-CA1
           OR: MMCXV-P-C-XX-ST-CA2, OR: MMCXV-P-C-XX-ST-CS5
            THAT APPLY MUST BE VERIFIED.

-V3RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. MMCXV-P-C-XX-RA-CA1
OR: MMCXV-P-C-XX-RA-CA2
OR: MMCXV-P-C-XX-RA-CS5

FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. NICKEL REMAINING METAL PARTS
    (END CONNECTOR P/N: MMCXV-P-C-HF-RA-CA1
     OR: MMCXV-P-C-HF-RA-CA2, OR: MMCXV-P-C-HF-RA-CS5)

4: 10μ" MIN. GOLD CENTER CONTACT
     3μ" MIN. GOLD OUTER CONTACT
     100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCXV-P-C-GF-RA-CA1
      OR: MMCXV-P-C-GF-RA-CA2, OR: MMCXV-P-C-GF-RA-CS5)

NOTE: ALL CRITICAL DIMENSIONS ON MMCXV-P-C-XX-RA-CA1
           OR: MMCXV-P-C-XX-RA-CA2, OR: MMCXV-P-C-XX-RA-CS5
           THAT APPLY MUST BE VERIFIED.
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-72SP
(STRAIGHT PLUG)

(USE DRAWING No. MCX7-P-C-XX-ST-CA3
FOR ASSEMBLY INSTRUCTIONS)

-74SP
(STRAIGHT PLUG)

(USE DRAWING No. BNC7T-P-C-XX-ST-CA3
FOR ASSEMBLY INSTRUCTIONS)

-72RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. MCX7-P-C-XX-RA-CA3
FOR ASSEMBLY INSTRUCTIONS)

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: MCX7-P-C-H-ST-CA3)

2: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: MCX7-P-C-HN-ST-CA3)

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: MCX7-P-C-H-RA-CA3)

2: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: MCX7-P-C-HN-RA-CA3)

PLATING
3: 10μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: BNC7T-P-C-GN-ST-CA3)

PLATING OPTIONS
2: 30μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: BNC7T-J-C-HN-ST-BH3)

3: 10μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: BNC7T-J-C-GN-ST-BH3)

NOTE: ALL CRITICAL DIMENSIONS ON MCX7-P-C-XX-ST-CA3
           THAT APPLY MUST BE VERIFIED. NOTE: ALL CRITICAL DIMENSIONS ON MCX7-P-C-XX-RA-CA3

           THAT APPLY MUST BE VERIFIED.

NOTE: ALL CRITICAL DIMENSIONS ON BNC7T-J-C-XX-ST-BH3
           THAT APPLY MUST BE VERIFIED.

NOTE: ALL CRITICAL DIMENSIONS ON BNC7T-P-C-XX-ST-CA3
           THAT APPLY MUST BE VERIFIED.

-74BJ
(STRAIGHT BULKHEAD JACK)

(USE DRAWING No. BNC7T-J-C-XX-ST-BH3
FOR ASSEMBLY INSTRUCTIONS)

-D4SP
(DIE CAST STRAIGHT PLUG)

(USE DRAWING No. BNC7T-P-C-XX-ST-CA3D
FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON BNC7T-P-C-XX-ST-CA3D
           THAT APPLY MUST BE VERIFIED.

PLATING
3: 10μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: BNC7T-P-C-GN-ST-CA3D)
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NOTE: ALL CRITICAL DIMENSIONS ON DIN7A-PP-C-XX-ST-CA3
           THAT APPLY MUST BE VERIFIED.

NOTE: ALL CRITICAL DIMENSIONS ON MBNC7-P-C-XX-ST-CA3
           THAT APPLY MUST BE VERIFIED.

PLATING
2: 30μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MBNC7-P-C-HN-ST-CA3)

3: 10μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MBNC7-P-C-GN-ST-CA3)

-79SP
(STRAIGHT PLUG)

(USE DRAWING No. MBNC7-P-C-XX-ST-CA3
FOR ASSEMBLY INSTRUCTIONS)

NOTE: ALL CRITICAL DIMENSIONS ON MBNC7-P-C-XX-RA-CA3
           THAT APPLY MUST BE VERIFIED.

PLATING
2: 30μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MBNC7-P-C-HN-RA-CA3)

3: 10μ" MIN. GOLD CENTER CONTACT
    100μ" MIN. NICKEL OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MBNC7-P-C-GN-RA-CA3)

-79RP
(RIGHT ANGLE)

(USE DRAWING No. MBNC7-P-C-XX-RA-CA3
FOR ASSEMBLY INSTRUCTIONS)

-78SP
(STRAIGHT PLUG)

(USE DRAWING No. DIN7A-PP-C-XX-ST-CA3
FOR ASSEMBLY INSTRUCTIONS)

-73SP
(STRAIGHT PLUG)

(USE DRAWING No. MMCX7-P-C-XX-ST-CA3
FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCX7-P-C-HF-ST-CA3)

4: 10μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCX7-P-C-GF-ST-CA3)

NOTE: ALL CRITICAL DIMENSIONS ON MMCX7-P-C-XX-ST-CA3 
THAT APPLY MUST BE VERIFIED.

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: SMB7H-P-C-H-RA-CA3)

2: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: SMB7H-P-C-HN-RA-CA3)

NOTE: ALL CRITICAL DIMENSIONS ON SMB7H-P-C-XX-RA-CA3
           THAT APPLY MUST BE VERIFIED.

-77RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. SMB7H-P-C-XX-RA-CA3
FOR ASSEMBLY INSTRUCTIONS)

PLATING OPTIONS
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
          (END CONNECTOR P/N: SMB7H-P-C-H-ST-CA3)

2: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
              (END CONNECTOR P/N: SMB7H-P-C-HN-ST-CA3)

NOTE: ALL CRITICAL DIMENSIONS ON SMB7H-P-C-XX-ST-CA3
           THAT APPLY MUST BE VERIFIED.

-77SP
(STRAIGHT PLUG)

(USE DRAWING No. SMB7H-P-C-XX-ST-CA3
FOR ASSEMBLY INSTRUCTIONS)

PLATING
4: 10μ" MIN. GOLD CENTER CONTACT
     3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: DIN7A-PP-C-GF-ST-CA3)

5: 10μ" MIN. GOLD CENTER CONTACT
    10μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: DIN7A-PP-C-GG-ST-CA3)

6: 30μ" MIN. GOLD CENTER CONTACT
    30μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: DIN7A-PP-C-HH-ST-CA3)

8: 30μ" MIN. GOLD CENTER CONTACT
     3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: DIN7A-PP-C-HF-ST-CA3)
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-73SJ
(STRAIGHT JACK)

(USE DRAWING No. MMCX7-J-C-XX-ST-CA3
FOR ASSEMBLY INSTRUCTIONS)

-73RP
(RIGHT ANGLE PLUG)

(USE DRAWING No. MMCX7-P-C-XX-RA-CA3
FOR ASSEMBLY INSTRUCTIONS)

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCX7-J-C-HF-ST-CA3)

4: 10μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCX7-J-C-GF-ST-CA3)

NOTE: ALL CRITICAL DIMENSIONS ON MMCX7-J-C-XX-ST-CA3
 THAT APPLY MUST BE VERIFIED.

PLATING
1: 30μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    3μ" MIN. GOLD REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCX7-P-C-HF-RA-CA3)

4: 10μ" MIN. GOLD CENTER CONTACT
    3μ" MIN. GOLD OUTER CONTACT
    100μ" MIN. NICKEL REMAINING METAL PARTS
     (END CONNECTOR P/N: MMCX7-P-C-GF-RA-CA3)

NOTE: ALL CRITICAL DIMENSIONS ON MMCX7-P-C-XX-RA-CA3
 THAT APPLY MUST BE VERIFIED.
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