2.For BT part 
 So far,we can detect the signal But they don't mention how can we change Packet type and Hopping mode direct 
Could you please give us instruct  how can we control it 
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Rate Packet Type Packet Size
Standard 4 27
Rate 11 183 GFSK
1M bit per sec 15 339
24 83
e 27 552 8-DPSK.
31 1021

3M bit per sec
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Configure Transmitter Parameters
0xBA - Moaulation Scheme: 0-CW, 1-GFSK, 2-EDR2, 3-EDR3

0xBB - Test Pattern: 0-BNS, 1-PNIS, 2-2020, 3-All 1, 4-All 0, S-FOFO, 6-FFOO
0xCC - Frequency Index: 0-78
0xDD - Power Level: 10 (MIN)-15 (MAX)

z00tEam180x-evm:~§ ACitool cmd OX3F 0x0184 OxAR OxBB OXCC O0XDD 0x00 0x00 0x00 0x00 0x00 0X00 0X00 0%0

# Internal Secting $1
r00tEam180x-evm:~f hcitool cmd O3F 0x0301 OxOC Ox18 Ox19 0x00 0x01 0x01

# Internal Secting $2
ro0t@am180x-evm:~f hcitool cmd O3F 0x0180 OXFF OXFF OXFF OXFF OXFF 0x01




