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150" 0SPLurapper_init();
151 dep.1algo s
152 GPIO_init(); @

153 platforn write("start 810 6\n");

154 UART_init();

155// pCie_init();

156 /* Start the 8105 6 Scheduler - it will kick off our main thread hpdspuastart() */
2157 BIOS_start();

158}
159
160 Void HAI_PCTe_Block_Ready_GPI012_ISR(UAg arg)
161 {
62 if(tempa)(
163 latforn led(2, PLATFORIL LED ON, PLATFOR/L USER_LED_CLASS);
164 CempHiiI-1-tenpiii;
165 platforn write("sHI ON\n");
66}
167 elsel <
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Cooor GEL output:
SGHIT SERDES has been configured. -
CoBxx_0: GEL Output: Enabling D¢ - Troubl Folting Target CPU:

GEL Output: L1P error detection logic is enabled. (Error-1202 @ 00) .
GEL Output: L2 error detection/correction logic is enabled. Device core s hung. The debugger will ttempt to force the device to a
GEL Output: MSHC error detection/correction logic is enbled. readystateto recover debug control. Your application'sstate will be

GEL Output: Enabling EDC ...Done cormupt. You should have limited acces to memory and regstes, but you
GEL output: may need o reset the deice to debug further.

GEL output: (Emulation package 51275.0)

GEL output: Done.

GEL output:

GEL output:

GEL output:

GEL output:

GEL Output: Disable all EDMA3 interrupts and events.
0: Trouble Reading Memory Block at 0x81690ac8 on Page 0 of Length Oxa: (Error -1178 @ 0xB1690AC8) Device functional clock appears to be off. Power-cycle the board. If error persists, confirm configuration and/or try more reliable JTAG settings (e.g. lower TCLK).
(Emulation package 5.1.275.0)

Co6xx_0: Trouble Halting Target CPU: (Error -1202 @ @x0) Device core is hung. The debugger will attempt to force the device to a ready state to recover debug control. Your application’s state will be corrupt. You should have limited access to memory and registers, but
you may need to reset the device to debug further. (Emulation package 5.1.275.0)
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