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[16:16:56] [RadarAPl]: StacusDiCard ,
Event Registered
[16:16:56] [RadarAPI]: Status:
Passed
[16:16:56] [RadarAPI]:
arl.CaptureCardConfig_EcthInit
("192.168.33.30", "192.168.33.180",
"12:34:56:78:90:12", 4096, 4098)
[1€:16:59] ConnectRFDCCard Status:
RFDCCARD_UDP_WRITE_ERR
[16:16:53] Ethernet Cable is
disconnected Please check...
[16:17:49] [RadarAPI]:
arl.CaptureCardConfig_ResetFPGA()
[16:17:49] [RadarAPI]: Status:
Failed, Error Type:
RFDCCARD_UDP_WRITE_ERR
[1€:17:45] [RadarAPT
CaptureCardConfig_EcthInit API
Status: Failed, Error Type:
RFDCCARD_UDP_WRITE_ERR
[16:17:45] [RadarAPI]:
arl.CaptureCardConfig_Mode (1, 2, 1,
2, 3, 0)

[16:17:49] [RadarAPI]:
CaptureCardConfig_Mode API Status:
Failed, Error Type:
RFDCCARD_UDP_WRITE_ERR

[16:17:45] [RadarAPI]:
arl.CaptureCardConfig_PacketDelay

(25)

[16:17:49] [RadarAPI]:
CaptureCardConfig_PacketDelay API
Status: Failed, Error Type:
RFDCCARD_UDP_WRITE_ERR

[16:17:52] [RadarAPI]: StatusDCCard
Event Registered
[16:17:52] [RadarAPI]: Status:
Passed
[16:17:52] [RadazAPI]:
arl.CaptureCardConfig_EthInit
("192.168.33.30", "192.168.33.180",
"12:34:56:78:90:12", 4096, 4098)
[1€:17:54] ConnectRFDCCard Status:
RFDCCARD_UDP_WRITE_ERR
[16:17:53] Ethernet Cable is
disconnected Please check...





