
GNDA

GNDA

GNDA

GNDA

VA18

VA18

GNDA

GNDA

VA18

VA18

GNDA

GNDA

VA18

VA18

GNDA

GNDA

VA18

VA18

GNDA

GNDA

VA18

VA18

RWIRE

RWIRE

150fF

150fF

16.4fF 14.4fF

18.4fF 15fF

16.4fF 14.4fF

18.4fF 15fF

16.4fF 14.4fF

18.4fF 15fF

16.4fF 14.4fF

18.4fF 15fF

16.4fF 14.4fF

18.4fF 15fF

22.2fF 22.2fF 22.2fF 22.2fF 22.2fF

156.8pH 156.8pH 156.8pH 156.8pH 156.8pH

147.6pH 147.6pH 147.6pH 147.6pH 147.6pH

FIN RWIRE

DC 0.1 Ω

2GHz 0.39 Ω

3GHz 0.48 Ω

Package Lead-Frame and Bond-Wire On-Die Loads up to Track and Hold

CSE

CSE

CDIFF

Cal Mode CDIFF CSE

Foreground 90 fF 1.714 pF

Background 100 fF 1.91 pF

5nH

5nH

50Ω

50Ω

VIN+

VIN-

To Source Follower
 and T&H +

To Source Follower
 and T&H -

GNDA

GNDA

VCM

20kΩ
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