Error during flashing ports
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[7/14/2018, 4:53:18 PM] [INFO] Cortex_R4_0: Initialization complete.

[7/14/2018, 4:53:18 PM] [INFO] Cortex_R4_0: Flashing process starting...

[7/14/2018, 4:53:18 PM] [INFO] Cortex_R4_0: Connecting to COM Port COM4...

[7/14/2018, 4:53:18 PM] [INFO] Cortex_R4_0: Reset connection to device

[7/14/2018, 4:53:18 PM] [INFO] Cortex_R4_0: Set break signal

[7/14/2018, 4:53:38 PM] [ERROR] Cortex_R4_0: Initial response from the device was not received. Please power cycle device before re-flashing.
[7/14/2018, 4:53:38 PM] [ERROR] Cortex_R4_0: Not able to connect to serial port. Recheck COM port selected and/or permissions.

[7/14/2018, 4:53:38 PM] [INFO] Cortex_R4_0: Flashing instance clean-up
[7/14/2018, 4:53:38 PM] [INFO] Cortex_R4_0: Instance deinitialized!
[7/14/2018, 4:53:53 PM] [INFO] Cortex_R4_0: Initialization complete.
[7/14/2018, 4:53:53 PM] [INFO] Cortex_R4_0: Flashing process starting...
[7/14/2018, 4:53:53 PM] [INFO] Cortex_R4_0: Connecting to COM Port COM4...

[7/14/2018, 4:53:53 PM] [INFO] Cortex_R4_0: Reset connection to device

[7/14/2018, 4:53:53 PM] [INFO] Cortex_R4_0: Set break signal

[7/14/2018, 4:54:13 PM] [ERROR] Cortex_R4_0: Initial response from the device was not received. Please power cycle device before re-flashing.
[7/14/2018, 4:54:13 PM] [ERROR] Cortex_R4_0: Not able to connect to serial port. Recheck COM port selected and/or permissions.

[7/14/2018, 4:54:13 PM] [INFO] Cortex_R4_0: Flashing instance clean-up initiated...
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