[bookmark: OLE_LINK1]Problem Description
[bookmark: OLE_LINK2]I encountered the following problem when I used Traffic Monitoring Demo to test AWR1642BOOST.
The link to the demo is:
http://dev.ti.com/tirex/#/?link=Software%2FmmWave%20Sensors%2FIndustrial%20Toolbox%2FLabs%2FTraffic%20Monitoring%2FUser's%20Guide
[bookmark: _GoBack]When I finished the 3rd step Run the Lab, after I click start button, the second figure as shown below didn’t appear. Instead, there is an error message like the third figure.
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Opening configuration file
Inoni toring_16xx\chirp_configs\mmw_tm_demn_ph2. cfg ...

sceneryParam 1 -2.0 15.0 10.0 75.0 0.0 0.0 0.0 0.0 1 1.3 11.0 20.0 50.0 0.0 0.0 0.0 0.0

2110cationParan 60 60 1.0 3 2.8 2.0

stateParam 3 10 20 2000 10

Sending configuration from D:\mwave_industrial_toolbox_2_3_1_win\mwave_industrial_toolbox_2_3_1\labs\lab0013_traffic
jmoni toring_16xx\chirp_configs\mmw_tm_demo_ph2. cfg file to IVR16xx ...

: A timeout occurred before the Terminator was reached.
: A timeout occurred before the Terminator was reached.
The specified amount of data was not returned within the Timeout period. o
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