
RL_DEV_AE_MSSPOWERUPDONE_SB

Host AWR1243

rlDevicePowerOn

Power up, Boot

Wait for Async Event RL_DEV_AE_MSSPOWERUPDONE_SB

rlDeviceGetMssVersion

rlDeviceRfStart

Initialize RF

Wait for Async Event RL_DEV_AE_RFPOWERUPDONE_SB

rlSetChannelConfig

rlSetAdcOutConfig

rlSetLowPowerModeConfig

rlDeviceSetDataFmtConfig

rlDeviceSetDataPathConfig

rlDeviceSetDatapathClkConfig

rlDeviceSetHsiClk

rlDeviceSetLaneConfig

Basic Config

rlSetProfileConfig

rlSetChirpConfig

rlSetFrameConfig

Sensor Config

rlSensorStart

Start Chirping

Wait for Async Event RL_RF_AE_FRAME_TRIGGER_RDY_SB

rlRfInit
Boot Calibration

Wait for Async Event RL_RF_AE_INITCALIBSTATUS_SB

rlDeviceFileDownload

Repeat for all file chunks

Flow Diagram for mmWaveLink
APIs (ES2.0 silicon)

SPI
Download
Needed?

Yes

No

rlRfSetDeviceConfig

rlSensorStop

Stop Chirping

Wait for Async Event RL_RF_AE_FRAME_END_SB

 ADC Samples (CSI2) 
 ADC Samples (CSI2) 
 ADC Samples (CSI2) 
. . .

Note: All commands return a success/fail acknowledgement.
A failure normally results in aborting the procedure.

Verify chunk
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