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1. TEST Overview

- Output of monitor screen using USB 3.1 Type-C

- Data communication between monitor USB hub and PC USB host.
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2. Test Configuration Diagram & Result

- Case1. Output of monitor screen

USB3.0
A-B Cable

- Samsung Labtop(NT800G5M)
- Support USB3.0 1 Port 
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- Desktop
- Nvidia Geforce GTX1050

- TPS65986EVM
- DP-EXPANSION(Source)
- Configuration ID 2

- LG Monitor 27UD88
- Support USB 3.1 Type-C
- Support USB 3.0 Hub 2Port

Displayport
Cable

USB 3.Type-C
Cable(1m) 

A-B Cable
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Case1. Result

[PIC_01]
Labtop Device Manager 

& USBView SW

[PIC_02]
EVM Setting

[PIC_03]
Display Monitor
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- Check the screen output without problems. Resolution is UHD(3840*2160)
- USBview SW confirmed as USB2.1. 
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- Case2. Data Communication

- TPS65986EVM - LG Monitor 27UD88

USB 3.Type-C
Cable(1m) 

USB3.0
A-B Cable

- Samsung Labtop(NT800G5M)
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- TPS65986EVM
- DP-EXPANSION(Source)
- Configuration ID 6

- LG Monitor 27UD88
- Support USB 3.1 Type-C
- Support USB 3.0 Hub 2Port

- Samsung Labtop(NT800G5M)
- Support USB3.0 1 Port 
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Case2. Result

[PIC_04]
Labtop Device Manager 

& USBView SW

[PIC_05]
EVM Setting
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- Set the EVM to operate only USB mode.
- USBview SW confirmed as USB2.1.
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- Case3. Direct connection & Data Communication

- USB 3.1 Type-C to 3.0 A - LG Monitor 27UD88

Connect CConnect A

- Samsung Labtop(NT800G5M)
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- USB 3.1 Type-C to 3.0 A
Cable

- LG Monitor 27UD88
- Support USB 3.1 Type-C
- Support USB 3.0 Hub 2Port

- Samsung Labtop(NT800G5M)
- Support USB3.0 1 Port 
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Case3. Result

[PIC_06]
Labtop Device Manager 

& USBView SW

[PIC_07]
Connection
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- Direct connected Labtop & Monitor.
- USBview SW confirmed as USB3.0
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