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In reply to Steve Wenner:

Steve Wenner
| am forced to reload code.

On further investigation with my example, found that the act of using the memory browser can appear to corrupt the program in FRAM.
The Run -> Load -> Verify Program menu option can be used to verify if the program is intact.

Verifying the program passed when the Memory Browser was on display starting at address 0x01800, when | could pause and resume the program
which continued to run.

However, with the program paused:
a. Moved the cursor up in the Memory Browser window to change the first address displayed from 0x01800 to 0x017E8.

b. Without resuming the program, went to perform another verification which failed, reporting:
MSP430: File Loader: Verification failed: Values at address 0xOFF80 do not match Please verify target memory and memory map.

Can you perform a Verify Program with the Memory Browser on display and see if a verification failure is reported?

Not sure if | have created the same failure or not.
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in turn causes the node to boot into join EVEN when it

* has a valid SYSID and serial number. This comes about

* because the flags.joinSwitchFlag = JOIN gets set within

* the ISRl Solution...drive P1.2 high in 10() but don't

* enable interrupt there. This will put VCC on both sides
of the capacitor, then reconfigure P1.2 here. Cap will

* discharge BUT falling edge shouldn't cause IRQ.

=/

PIOUT &= ~BIT2;

PLIFG &= ~BIT2;

PIIE |- ox0d;

while(1)
{

Lp3;

”

* section decides whether to join or data

=/

if (1flags.swlockout)

{

Q B B%
114 Registers 6 Expressions  [J Memory Browser ) Console % %5 Debug 9o Breakpoints AR MB-i-=0
ThermalSensorNoLib
1SPa30: Flash/FRAN usage is 10093 bytes. RAM usage is 249 bytes.
1SPa30: File Loader: Verification failed: Values at address x91810 do not match Please verify target memory and memory

memset((char®)RXData, '\0', sizeof(RXData)
flags.swlockout = T; //a rising edge regil
strepy(Send, r_enable_groupID);
wakeRadio(T) ;

if (flags.joinSwitchFlag == JOIN)

@ Verty Program Filed

2 data verfication error occurred, file load failed,

P10UT |- BITO;
radiotachine(strncat(Send, default_Inf|

1
else //dsta

\  File: D:\Customers\Firmware\ ThermalSensorNoLib\Debug\ThermalSensorNoLib.out:

X

oK

PLOUT &= ~BIT0;
radiotachine(strncat(Send, permanent_Info, 4));
¥
memcpy(radioId, (const void *)8RXData[9], sizeof(radioID));
UCALTFG &= UCRXIFG;

* section checks received messages from
* client and host AND sends responses!
=/

if (incomingissg)

{

UCALTFG &= ~UCRXIFG;
ritssg = (riissg - rxCount); //reset pointer
rxCount = 0
incominghssg
StopTimer();
tinerbl ISR cntr = 0;
PGOUT |- BIT6;
UCALTE &= ~UCRXIE;

m = strlen((char®)rxtlssg);
CRC_Result = CRC((char®)rxtissg, m - 3);
i (UCALSTATW & UCRXERR)
Junk = UCALRXBUF;
i ((((CRC_Result >> 8) & 6xFF) == RXpata[m - 3]) && \
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