In order to communicate/test the BSL I am using the MSP-TS430RGC64C evaluation board and the MSPF5255 microcontroller.
In the picture below the Red Jumper Wire is connected to the BSLEN Pin (55) and the Purple Jumper wire is connected to the RST/NMI (56)
[image: C:\Users\kulkarnit\Downloads\IMG_20180312_092835.jpg]
Other equipment:
FTDI Cable: I am using the FDTI USB to 1.8V TTL Cable for data communication and to provide the 1.8V required.
[image: C:\Users\kulkarnit\Downloads\IMG_20180312_093011.jpg]

JTAG Is used to provide the 3.3V. Here is the complete assembled setup:
[image: C:\Users\kulkarnit\Downloads\IMG_20180312_095927.jpg]

To enter the bootloader mode, I connect the BSLEN line to VIO and the RESET Line to GND. 
[image: C:\Users\kulkarnit\Downloads\IMG_20180312_100124.jpg]
Then I disconnect the reset line from the GND and then disconnect the BSLEN from the VIO.
[image: C:\Users\kulkarnit\Downloads\IMG_20180312_100140.jpg]

The device is in BSL mode now. 
I am using the BSL scripter to talk to the BSL using the 1.8V UCA0 connections. This is when I get the error as shown below: 
[image: ]

If I now connect a second FTDI cable TTL to 3.3 V to the DVCC Side 

[image: C:\Users\kulkarnit\Downloads\IMG_20180312_112212.jpg]

[bookmark: _GoBack]I am still using the BSL scripter with the COM port changed to use the 3.3 V Cable port. It seems  that the BSL scripted has received some data.
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SL scripter 3.2.1
C software for BSL programming
018-Mar-12 11:23:05

nput file script is

/Defibtech/Elsie/RFModule/MSPESL_Scripter_win/MSPESL_Scripter_win/msp_5255_uart. txt

ODE MSP430FSxx UART COM71
Baud rate setup for UART is not given / wrong
It will be setup to the default 9600baud
ERBOSE
Verbose mode is now on!
X_BSL_VERSTON
[80] [01] [00] [19] [e8] [62]
<01> <02> <00>
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SL scripter 3.2.1
C software for BSL programming
018-Mar-12 10:06:05

nput file script is

/Defibtech/Elsie/RFModule/MSPESL_Scripter_win/MSPESL_Scripter_win/msp_5255_uart. txt

ODE MSP430FSxx UART COMSO
Baud rate setup for UART is not given / wrong
It will be setup to the default 9600baud
ERBOSE
Verbose mode is now on!
X_BSL_VERSTON
[80] [01] [00] [19] [e8] [62]
[ACK_ERROR_MESSAGE]JUnknown ACK value!




