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Step 1. Initialize System Control:
16// PLL, Watchbog, enable Peripheral Clocks

17// This exanple function is found in the DSP2833x SysCtrl.c file.
15 Initsyscerl();
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Initialize the PIE control registers to their default state.
The default state is all PIE interrupts disabled and flags
are cleared.

This function is found in the DSP2833x_Piectrl.c file.

25 Initpiectrl();

Disable CPU interrupts and clear all CPU interrupt flags:
29 IR = exeeee;
30 IFR = exeee;
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C28xx: GEL: Encountered a problem loading file: D:\CCS SIMULATION AND DESIGN\labd-tim o =
ors (4 items)
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@ Load program Error.

Could not open file

Encountered a problem loading file: D:\CCS SIMULATION AND.
DESIGN\labd-timerl_LED\Debug\TIMERD.out

‘gmake: *** No rule to make target C:/ti/C2000Ware1.00_05_00_Software/device_support/f2833«/common/cmd/28335_RAM_Ink.cmd, needed by ‘TIMERD.out'.

‘gmake: *** No rule to make target 'C:/ti/C2000Ware100_05_00_Software/device_support/f2833«headers/cmd/DSP2833x_Headers BIOS.cmd’ needed by TIMERD.out'.
‘gmake: *** No rule to make target 'C:/ti/C2000Ware1.00_05_00_Software/device_support/f2833«headers/cmd/DSP2833x_Headers nonBIOS.cmd’ needed by TIMERD.out'.
‘gmake: Target ‘il not remade because of errors.
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