F280039c CLB simulation issue.

As discussed,  it worked well with F2837xx since when every thing is really well for the configurations.

But the example codes of F280039c is quite different from that;

Configurations of F280039c of the example code:

C2000ware_5.03,   Sysconfig – 1.20,  CCS v12.1
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Generate CLB simulation set
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Path variables specify locations in the file system, including other path variables with the syntax *$(VAR}".
The locations of linked resources may be specified relative to these path variables.
Defined path variables for resource 'f28003x_clb_ex7":

Name
#5 C2000WARE DLIB ROOT

#5 C2000WARE ROOT

#5CC5_BASE ROOT

#5 CCS INSTALL ROOT

#5 CG_TOOL ROOT

#5 CLB SIM_COMPILER

5 CLB_SYSCFG ROOT

#5 COM _TI_C2000WARE INSTALL DIR

5 ECLIPSE HOME
5 PARENT_LOC

#5 PROJECT LOC

5 SYSTEMC_INSTALL
#5TI_PRODUCTS DIR

#5TI_ PRODUCTS DIR_TIREX
5 WORKSPACE LOC

Value

${COM_TI_C2000WARE INSTALL DIRN\driverlib\f28003x\driverlib
${COM_TI_C2000WARE INSTALL DIR}
Catces1210\ccs\ccs base

CAt\ces1210\es
Ct\ces1270\ccs\tools\compiler\fi-cgt-c2000_22.6.1.LTS.
CATDM-GCC-64\bin

${COM_TI_C2000WARE INSTALL DIR}\utilies\clb_tool\clb_syscfg
CAH\2000\C2000Ware 5 03 00,00

Cat\ces1210\ccs\eclipse\
CAUsers\M00046604\workspace v121
CAUsers\M00046604\workspace v121\f28003x clb_ex?
$(COM_TI_C2000WARE INSTALL DIR}\utiities\clb_tool\clb_syscfg\systemc-23.3
o

o

CAUsers\M00046604\workspace v121

@  Show advanced settings

Apply and Close

Cancel
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link resources:

[image: image4.png]‘Add dir to #include search path (--include_path, -))

${COM_TI_C2000WARE INCLUDE_PATH) 1
$(PROJECT ROOT) B

$(C2000WARE ROOT) I

${PROJECT ROOT}/device B
$(C2000WARE DLIB ROOT) I

$(CG_TOOL ROOTYinclude B




                                  include paths

BUILD variables:
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NODETOOL  File Ciftifccs1210/ccs/tools/node/node.exe:
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build…...

no clb_simulation.exe

no .vcd

double click “clb_simulation.bat”,

no file generated;
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add device suppot lib:
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Path variables specify locations in the file system, including other path variables with the syntax *$(VAR}".
The locations of linked resources may be specified relative to these path variables.
Defined path variables for resource 'f28003x_clb_ex7":

Name
#5 C2000WARE DEVICE SUPPORT....
#5 C2000WARE DLIB ROOT

#5 C2000WARE ROOT
#5CC5_BASE ROOT

#5 CCS INSTALL ROOT

#5 CG_TOOL ROOT

#5 CLB SIM_COMPILER

5 CLB_SYSCFG ROOT

#5 COM_TI_C2000WARE INSTALL ..
5 ECLIPSE HOME

5 PARENT_LOC

#5 PROJECT LOC

5 SYSTEMC_INSTALL
#5TI_PRODUCTS DIR

#5TI_ PRODUCTS DIR_TIREX

5 WORKSPACE LOC

Value
(CA\c2000\C2000Ware 5 03 00 00\device support\f28003x
${COM_TI_C2000WARE INSTALL DIR\driverlib\f28003x\driverlib
${COM_TI_C2000WARE INSTALL DIR}

Catces1210\ccs\ccs base

CAt\ces1210\ces
Ct\ces1270\ccs\tools\compiler\fi-cgt-c2000_22.6.1.LTS.
CATDM-GCC-64\bin

${COM_TI_C2000WARE INSTALL DIR}\utilies\clb_tool\clb_syscfg
CAH\2000\C2000Ware 5 03 00,00

Cat\ces1210\ccs\eclipse\

CAUsers\M00046604\workspace v121
CAUsers\M00046604\workspace v121\f28003x clb_ex?

${COM_TI C2000WARE INSTALL DIR}\utiities\clb_tool\clb syscfg\s...
o

o

CAUsers\M00046604\workspace v121

@  Show advanced settings

Apply and Close

Cancel





and for the include file:
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nothing change

build process report as another file.
