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1.8V  6A

VREF=0.6V

EN：Float to enable
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RPW201 change to 24.9k

RPW293 change to 4.7k
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VSB33
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VDD33

VDD18
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CPW284 50V 3.3nF

C
PW

276
6.3V 47uF

0805C

LPW13

1uH C
PW

287
6.3V 47uF

0805C

R
PW

294
20K 1%

RPW291 80.6K 1%

CPW281 50V 1.8nF

CPW27516V 0.1uF
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TPS54678RTE

VIN_1
1

VIN_2
2

VIN_3
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EN
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PWEGD
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3
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4
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5
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6
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7
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8
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9
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6.3V 47uF
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R
PW
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20K 1%

RPW204 0R

CPW292 50V 220pF

C
PW
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6.3V 47uF

0805C

RPW298 10.5K 1%

RPW202 34.8K 1%
CPW294 50V 16pF
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25V 22uF
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4.42K 1%
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R
PW
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3
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CPW220

25V 22uF
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25V 10uF
0805C

CPW282 50V 6.8pF

CPW224

25V 1uF

CPW223
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R
PW
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10K 1%

CPW273

25V 22uF
0805C

RPW290 34.8K 1%

C
PW
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C
PW

278
25V 1uF
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C
PW
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6.3V 47uF

0805C

C
PW
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6.3V 1uF
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C
PW
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6.3V 47uF
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CPW293 50V 3.3nF

RPW295 18.7K 1%

CPW295 50V 2.7nF
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