SPECIFICATIONS
MATERIAL EFFECTIVE AL FREQ. INDUCTANCE WIRE SIZE
PERMEABILITY | PERMEABILITY | (nH/t2) | % TOL- | (hz) | LEVEL [EQUIV. LIMITS TEST COIL| TURNS ANG
3300 ref | -  ref | 6000 | +25% | 1000 |500mV| Ls | 4.50 — 7.50H |811-5037| 1000 35H
D.gm MIN.
= [24.65]
|—>A 235 MIN.
- > ~ [5.96] B
S
|
1.240 MIN. — - - 1
B [31.50]
1.358,/1.402 .925 MiIN. | .555/.575
[34.50,/35.60] [23.50] | [14.10/14.60]
|
- | I
I L
1.004/1.043 1.358/1.378
[25.50/26.50] = [34.50,/35.00]
SECTION A-A
NOTES:

2.

Dimension applies when both core halves are
fitted together.

Cores may be furnished as matched sets.
DO NOT MIX STOCK!

[} One core half must be free of marking on top
core surface.

B> Slots optional.

EFFECTIVE CORE PARAMETERS (Reference Only)
SYMBOL PARAMETER VALUE
(L/A) Core Factor (C1) 0.48mm -1
Ve Effective Volume 16130.7mm?3
Le Effective Length 88.17mm
Ae Effective Area 182.96mm?
Amin. Minimum Area 161.73mm?
m Mass of Set ~83.71g
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