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2 UniverslSerol Bus

§ Generic USB Hub.
§ Generic USB Hub.
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§ Total Phase Aardvark 2C/SPI Host Adspter
§ USB Composite Device

§ USB Root Hub

§ USB Root Hub

Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Controller - 126
Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Controller - 1C20.

1 'ection Notes

0-COMMS section of the EVM board isolates the EVM side voltages completely from the PC side,
tes all power, ground, and signal lines to the EVM. Caution must still be taken when using the EVM
of a stack, where lethal voltages may be present. The galvanic isolation provided by the ISO-

S section does not eliminate the need for safe handiing procedures, proper High-Voltage

oni_and nentactuo clnthian_Dranse cafahi nraseduras should abiwus ho follwor

nnect the USB cable to the Aardvark and your PC.
nnect the Aardvark ribbon cable to the 10-pin header on the EVM board.
rt the WinGUI User Interface software supplied with the EVM and installed earlier.

lies at ~12-10-24 V/ is recommended.
exceeded, 30 V is the recommended

[}

Dourloas P07
ekt Toa:

4]




image1.png
@ Total Phase USB Driver 2.12 Setup . — o =) [

Installing
Please wait uhil Total Phase USB Driver 2.12s being nstalled.

Performing previous instalaton search
———— 000

‘Show detais

<Back dose Cancel





image2.png
) Driver Software Installation

Installing device driver software

Aardvark 12C/SP1 Host Adapter
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3 Driver Software Installation ..

Total Phase Aardvark 12C/SPI Host Adapter installed

Total Phase Aardvark 2C/SP1 Host Adspter+f Ready to se
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2§ UniverslSeral Bus controllers
§ Generic USB Hub.
§ Generic USB Hub.
Generic USE Hub
Generic USE Hub

Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Controller - 1C26.

Total Phase Aardvark I2C/SPI Host Adapter
USB Composite Device
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§ Intel(R) 6 Series/C200 Series Chipset Family USB Enhanced Host Controller - 1C2D.
8
8
@ USB Root Hub.
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