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3.4V to 4.2V

BATTERY

I2C addr(BQ24297RGET) : 6BH
FAN_EN => OTG
For bq24297, when in buck mode with
USB host, when OTG = High, IIN limit =
500 mA and when OTG
= Low, IIN limit = 100 mA.
The boost mode is activated when the
REG01[5] = 1 and OTG pin is High.

QON : NC

BATT

REGN

REGN

CHGIN

BATT_P

3R3V

USB_DP
USB_DN

SDAB
SCLB

/INT_EX1
FAN_EN

VICHG_8971

Title

Size Document Number Rev

Date: Sheet of

<Doc> <RevCode>

<Title>

A

1 1Monday, October 31, 2016

Title

Size Document Number Rev

Date: Sheet of

<Doc> <RevCode>

<Title>

A

1 1Monday, October 31, 2016

Title

Size Document Number Rev

Date: Sheet of

<Doc> <RevCode>

<Title>

A

1 1Monday, October 31, 2016

R
6
0

3
1
7

R55
10K

C60
47nF

C
6
2

4
.7

u
F

C
5
5

1
.0

u
F

/2
5
V

t RT1
10K(NTC)

R56
10K

C59
10uF

J6
502352-0200

1
2

R
5
9

3
1
.2

3
K

C58

4.7uF

L5
2.2uH

C56
6.8uF/25V

C9
GRM188R71E105KA12#

R
5
4

3
1
7

C
6
1

4
.7

u
F

C57
2.2uF/25V

R58
5.25K

R57
10K

C
7
6

1
0
u
F

U15
BQ24297RGET

VBUS1
1

DP
2

DN
3

STAT
4

SCL
5

SDA
6

IN
T

7

O
T

G
8

C
E

9

IL
IM

1
0

T
S

1
1

Q
O

N
1
2

BAT1
13BAT2
14SYS1
15SYS2
16PGND1
17PGND2
18

S
W

1
1
9

S
W

2
2
0

B
T

S
T

2
1

R
E

G
N

2
2

P
M

ID
2
3

V
B

U
S

2
2
4

E
P

a
d

2
5

VBUS


