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© uss2 New Configuration
UsSB3.2Gen1
USB3.2Gen2
Advanced Configuration
|understand. Could you share any captured error tome * 7.Doyouhave a Vendor ID provided by the USB-IF?
O Yes, enter here as a 4-digit hexadecimal number: 0 e.g. 0a8f, BC23
Export Settings
Yes you can tell me to verify certain parameters.
@ No, use the TI Vendor ID in the Vendor Information File (VIF) Import Settings Browse
smago 8.Do you have a desired Product ID?
O Yes, enter here as a 4-digit hexadecimal number: 0x  €.g.123d, FAT0 Generate Low Region Binary
Yes of corse | can share with you .
@ No, use "0x0000" as the Product ID Generate Full Flash Binary
a4 lwill be waiting
. Flash To Device From Current Configuration
- Battery Charger Configuration
. Flash To Device From Binary File
9. Select the battery charger component to integrate:
I would like to send you a photo of my screen @ BQ25790 or BQ25792 Select Binary File Browse
O BQ25713
O BQ25731
3mago
10. What i the battery charging voltage?
Isit possible ? 12,6 Vi
Valia values: 300V~ 18.80V
+ yesyou can send me a phato the battery charging current?
1 A
Imago
Valid values:0.050- 5.000A
P— 12. What is the charge termination current?
0.04 A
Valid values:0.040-1.000A
4 Sure
13. What is the pre-charge current?
Type your message @ 004 | A
Valid values:0.040-2.000A
& gountime-1000-..e:e A Toutafficher | X J
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