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|:052(§):| $Q.(9) 080115 = DOT LOCATES TERM. #1 ELECTRICAL SPECIFICATIONS @ 25°C unless otherwise noted:
[2.28/2.92] 410 . A PARAMETER TEST CONDITIONS VALUE
‘ D.C. RESISTANCE 1-2 @20°C 4.60 ohms +10%
= D.C. RESISTANCE 4-5 ®20°C 1.36 ohms +10%
= 560 MAX. D.C. RESISTANCE 6-9 tie(6+7, 8+9), @20°C 0.018 ohms +20%
o [14.22] INDUCTANCE 1-2 10kHz, 100mVAC, Ls 2.20mH £10%
6o l SATURATION CURRENT 20% rolloff from initial 175mA
. tie(445, 6+7+8+9),

TERM. NO.'s FOR REF. ONLY LOT CODE & DATE CODE LEAKAGE INDUCTANCE 1-2 100KHz, 100mVAC, Ls 23uH typ,, 40uH max.
R . tie(2+4, 6+7). -
e ® DIELECTRIC 1-9 4500VAC, 1 second

PRI P | sEC 5.046(3) .604 -

120-375v00 | | Y e ‘k (2% H‘ DIELECTRIC 1-5 625VAC, 1 second

| i | ® 138(3) TURNS RATIO (1-2):(4-5) 41, +1%
Lo ( L5.50] TURNS RATIO (1-2):(9-6), tie(6+7, 8+9) 201, £1%
O [Oame T —

AUX I ! | SEC 107(a J - - —G— - —+—
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| |

S—+—"——®
[

RECOMMENDED GENERAL SPECIFICATIONS:
P.C. PATTERN, COMPONENT SIDE OPERATING TEMPERATURE RANGE: —40°C to +125°C including temp rise.

Designed for functional insulation.

Wire insulation & RoHS status not affected by wire color.
Wire insulation color may vary depending on availability.
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