23	17:58:48.568   +0:00:00.000	lm_lc_set_brcst_retran	
24	17:58:48.568   +0:00:00.000	lm_lc_self_test_run_init_tests	
25	17:58:48.568   +0:00:00.000	Self Test passed	
26	17:58:48.568   +0:00:00.000	I2C doesn't exist !	
27	17:58:48.568   +0:00:00.000	lm_lc_get_local_bd_addr	
28	17:58:48.568   +0:00:00.000	Software version - 7.0.16	
29	17:58:48.568   +0:00:00.000	Transport Detection: eSPI or UART	
30	17:58:48.568   +0:00:00.000	Deactivating timer: init	
31	17:58:48.568   +0:00:00.000	lm_lc_rf_periodic_calibration	
32	17:58:48.568   +0:00:00.000	Calibration started. Vector=0x1, 0x0	
33	17:58:48.568   +0:00:00.000	PHY FW Version 3.27	
34	17:58:48.568   +0:00:00.000	random 0x8c23 0x4b6e	
35	17:58:48.568   +0:00:00.000	random 0x6758 0x19f3	
36	17:58:48.568   +0:00:00.000	random 0xc108 0xc666	
37	17:58:48.568   +0:00:00.000	random 0xaee1 0xb9ed	
38	17:58:48.568   +0:00:00.000	random 0x546a 0xf41e	
39	17:58:48.568   +0:00:00.000	lm_lc_generate_rand	
40	17:58:48.568   +0:00:00.000	lm_lc_generate_rand	
41	17:58:48.568   +0:00:00.000	synch event FINISH received, module RF_CALIBRATION, msi 0	
42	17:58:48.568   +0:00:00.000	lm_lc_generate_rand	
43	17:58:48.568   +0:00:00.000	lm_lc_generate_rand	
44	17:59:14.016   +0:00:25.448	Transport detection: UART detected	
45	17:59:14.016   +0:00:25.448	first byte recevied E9	
46	17:59:14.016   +0:00:25.448	first byte recevied 48	
47	17:59:18.551   +0:00:29.983	first byte recevied FE	
48	17:59:29.504   +0:00:40.936	first byte recevied 67	
49	17:59:29.504   +0:00:40.936	first byte recevied 19	
50	17:59:29.504   +0:00:40.936	first byte recevied 80	
51	17:59:29.504   +0:00:40.936	first byte recevied 40	
52	17:59:29.504   +0:00:40.936	first byte recevied 40	
53	17:59:29.504   +0:00:40.936	first byte recevied 50	
54	17:59:33.355   +0:00:44.787	first byte recevied E2	
55	17:59:33.355   +0:00:44.787	first byte recevied 1	
56	17:59:33.355   +0:00:44.787	Disable FLIGHT MODE - Enable TX calibration	
57	17:59:33.355   +0:00:44.787	Uart Active Protocol: H4 PROTOCOL	
58	17:59:33.355   +0:00:44.787	HW_ERR, 276, 11	
59	17:59:33.355   +0:00:44.787	TL-, H4 Protocol, h4_abort_receive() - error_code = 11	
60	17:59:33.355   +0:00:44.787	HW_ERR, 283, 12	
61	17:59:33.355   +0:00:44.787	TL-, H4 Protocol, h4_abort_receive() - error_code = 12	
62	17:59:33.355   +0:00:44.787	HCI Send Event: HCI_HARDWARE_ERROR_EVT	
63	17:59:33.355   +0:00:44.787	HCI Send Event: HCI_HARDWARE_ERROR_EVT	
64	17:59:34.353   +0:00:45.785	lm_lc_gemini_coex_notify_scan_status	
65	17:59:34.353   +0:00:45.785	HCI_Reset Completed	
[bookmark: _GoBack]66	18:03:48.571   +0:05:00.003	temperature sensing: temp 22, read 0x23, vbe 0x299597d, slope 0x1ef74	
67	18:03:48.571   +0:05:00.003	Temperature region = 6	
68	18:03:48.571   +0:05:00.003	lm_lc_set_rf_calibration	
69	18:03:48.571   +0:05:00.003	In lc_rf_init_periodic_calibration	
