TI TAS3251EVM — Speaker Characterization Issues

Reference: Tl E2E case:

TAS3251EVM: Unable to perform orimport Speaker Characterization data with the TI
TAS3251EVM using PPC v3.1.3 with TAS3251 v3.0.1 software

https://e2e.ti.com/support/audio/f/6/p/3345308/editpost?ContentTypeld=1

WIN 10 Device Manager — Sound images when PP-SALB-EVM USB connection is plugged in
Playback

B Sound x®

Playback Recording Sounds Communications

Select a playback device below to modify its settings:

Line
8- USB-AudioEVM
Default Device

WAZT4E Series
Intel(R]) Display Audio
Disabled

Speakers / Headphones
Realtek Audio
Ready

Headphones
TRULLI JAMS Stereo
Disabled, disconnected

raqy

Configure Set Default |v Properties

Cancel Apply

< Line Properties x

General |evels Advanced Spatial sound
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= Change lcon

Controller Information

8- USEB-AudioEVM Properties
[Generic USE Audio)

Jack Information

No Jack Information Available

Device usage: Use this device (enable) ~

Cancel Apply



https://e2e.ti.com/support/audio/f/6/p/3345308/editpost?ContentTypeId=1

«& Line Properties X

General Levels Advanced Spatial sound

Line

' A 0 ¢ | Batance

Recording:

M Sound =

Playback Recording  Sgunds  Communications

Select a recording device below to modify its settings:

Line

8- USB-AudioEVM
Default Device
Micraphone
Realtek Audio
Ready

Stereo Mix
Realtek Audio
Disabled
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General |Ljsten Levels Advanced
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= Change lcon

Controller Information

&- USB-AudioEVM Properties
[Generic USE Audio)
Jack Information
Mo Jack Information Available
Device usage: Use this device (enable] ~
cancel | | ey
«& Line Properties
General Listen Levels  Advanced
Line
. 100 |fn Balance
Cancel Apply




