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600S0R8BT250XT
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DP_SPL_0133_V1_SIMULATION_REV4

DP_SPL_0133_V1_SIMULATION_REV4_1

ModelType=MW
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S2P
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S2P

0402HP-40NXGLU
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Ref

S2P
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sr_sta_SCPX_0402_D_19950814

R13

PART_NUM=S0402CPX49R9D 49.9 Ohm

sr_sta_SCPX_0402_D_19950814

R12

PART_NUM=S0402CPX49R9D 49.9 Ohm

S_Param

SP1

Step=10 MHz

Stop=1.2 GHz

Start=0.9 GHz

S-PARAMETERS

C

C19

C=51 pF

C

C3

C=51 pF

C

C1

C=51 pF {-t}

R

R11

R=20 Ohm

C

C21

C=0.5 pF

C

C20

C=7.5 pF

L

L5

R=

L=0.8 nH

R

R8

R=20 Ohm

C

C13

C=0.5 pF

C

C14

C=7.5 pF

L

L3

R=

L=0.8 nH

C

C7

C=0.1 uF

C

C5

C=51 pF

C

C6

C=0.1 uF

C

C4

C=4.7 uF

R

R4

R=10 Ohm

Term

Term1

Z=50 Ohm

Num=1

auxilian.james
Callout
to get the better return loss, mounted 4,7nH instead of 10ohm series resistor




