NOTES (UNLESS OTHERWISE SPECIFIED):
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.BOARD THICKNESS :

. SOLDERMASK
.SILKSCREEN
.NO VENDOR LOGO OR NAME ON THE BOARD

® o C R WwN

CFINISH
10.
.DEBURR ALL SHARP EDGES.
12.
13.
14.
15.
16.
18.

.ETCH TO THE BOARD EDGE IS INTENTIONAL

FABRICABOARD MUST MEET THE REQUIREMENTS OF IPC 600 STANDARD.
62 +«/- 10 %.

MATERIAL AND Cu THICKNESS : REFER LAYER STACK-UP
NUMBER OF LAYERS: 12.

RED @ BOTH SIDES.

WHITE EPOXY INK @ BOTH SIDES.

REMOVE THE NON-FUNCTIONAL PADS ON ALL INNER LAYERS
IMMERSION GOLD FINISH.

MAXIMUM WARP AND TWIST SHALL NOT EXCEED .004 PER LINEAR INCH.
BOARD DIMENSIONS ARE IN INCHES[MM].

IMPEDANCE DETIALS . SEE IMPEDANCE TABLE.

THIS BOARD IS5 ROHS COMPLAINT AND LEAD FREE

MINIMUM PLATING ON ALL THRU HOLES SHOULD BE .001 CU.

ALL HOLES ARE PLATED UNLESS OTHERWISE SPECIFIED.

VIA FILLING

ALL 8,8.01,10,12,13,15 MILS DRILLS NEED NON CONDUCTIVE VIA FILLING FOR THE ENTIRE DEPTH

AND PLATED OVER ON BOTH TOP AND BOTTOM SIDES.

(THESE VIAS SHOULD BE FLAT AND SMOOTH ON BOTH TOP AND BOTTOM SIDES)
.ANY CHANGES MADE BY THE PCB FABRICATOR TO THE FILM OR

THE GERBER FILES MUST BE APPROVED BY TEXAS INSTRUMENTS.
DO NOT CUT BACK
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REVISIONS
ZONE |LTR DESCRIPTION DATE |APPROVED
IMPEDANCE TABLE
50 OHM SINGLE ENDED 100 OHM DIFFERENTIAL 100 OHM DIFFERENTIAL
TIGHTLY COUPLED LOOSELY COUPLED
TRACE WIDTH TOL TRACE WIDTH SPACING TOL TRACE WIDTH SPACING ToL LAYER STACK-UP
[MILS) (%) (MILS) (MILS) (%) (MILS) (MILS) (%) THIS IS A 12 LAYER BOARD
2.0 MIL [ ] —=LAYER 1 TOP
L01 _TOP 11 5 % 6 5 5 9 10 18 5 % 5.6 MIL | MEGTRON 6 |
6.00 MIL | ] ———>LAYER 2 GND-1
L03_S1G-1 5.5 5% 4.9 7.1 5% NIL NIL NIL 5.00 MIL | MEGTRON 6
6.00 MIL [ ] —=LAYER 3 GND-2
L10_sIG-2 6.5 > 2.8 6.9 5% 6.3 20.1 5% 7.6 MIL | MEGTRON 6
5 9 5 5 0 18 6.00 MIL [ ] —=LAYER 4 SIG-1
L12_BOTTOM 11 g 5% 5% 4 00 MIL —
6.00 MIL | ] ———>LAYER 5 GND-3
3.7 MIL | MEGTRON 6 |
6.00 MIL I ] —=LAYER 6 PWR-1
3.00 MIL ‘ MEGTRON 6 ‘
6.00 MIL [ ] —=LAYER 7 GND-4
3.7 MIL | MEGTRON 6 ‘
6.00 MIL [ ] —=>LAYER 8 PWR-2
4.00 MIL ‘ MEGTRON 6 ‘
6.00 MIL [ ] —=LAYER 9 GND-5
7.6 MIL ‘ MEGTRON 6 ‘
BACKDRILL SHOULD NOT DISCONNECT THE PAD IN L10_SIG-2 6.00 MIL I ] —>LAYER 10 51G-2
5.00 MIL | MEGTRON 6 |
BACKDRILL: TOP fto L10 SIG-2
— 6.00 MIL [ ] —=LAYER 11 GND-6
ALL UNITS ARE IN MILS 5 6 MIL ‘ ‘
FIGURE | SIZE [ TOLERANCE | PLATED | OTv ' MEGTRON & LavER 12 sorToN
o 8.01 | | PLATED | 40 2.00 MIL | ‘
NOTES:
- DRILL SIZES LISTED IN LEGEND
ARE CONSIDERED FINISHED.
- VENDOR IS REQUIRED TO SELECT
TOOLING FOR OVERDRILLING.
- LEGEND DOES NOT SPECIFY DEPTH
INTO ADJACENT DIELECTRIC LAYER.
DRILL CHART: TOP to BOTTOM
ALL UNITS ARE IN MILS
FIGURE SIZE TOLERANCE PLATED QTY
. 8.0 +3.0/-3.0 PLATED 1712
8.0 s e oLt 103 ML PLATED 30
° 8.01 Fhitsh THE oLt To' L PLATED 40
10.0 +3.0/-3.0 PLATED 122
12.0 +3.0/-3.0 PLATED 98
® 13.0 +3.0/-3.0 PLATED 16
© 15.0 +3.0/-3.0 PLATED 8
v 38.0 +3.0/-3.0 PLATED 32
° 40 .0 +3.0/-3.0 PLATED 17
H 59.0 +3.0/-3.0 PLATED 24
J 62.0 +3.0/-3.0 PLATED 2
K 63.0 +3.0/-3.0 PLATED 2
M 67.0 +3.0/-3.0 PLATED 8
@ 106 .0 +3.0/-3.0 PLATED 2
® 120.0 +3.0/-3.0 PLATED 2
R 125.0 +3.0/-3.0 PLATED 2
® 140.0 +3.0/-3.0 PLATED 1
i 39.0 +3.0/-3.0 NON-PLATED 2
u 50.0 +3.0/-3.0 NON-PLATED 2
THIS BOARD IS FOR THE FOLLOWING DEVICES:
ADC0O8DJ2700, ADC0O8BDJ3200, ADC12DJ1600, ADC12DJ2700, ADC12DJ3200
UNLESS OTHERWISE SPECIFIED CONTRACT NO.
DIMENSIONS ARE IN INCHES
TOLERANCES ARE: TEXAS INSTRUMENTS INC.
FRACTIONS DECIMALS ANGLES
. XX +/-.01 ., |ApPROVALS DATE
XXX+ /-.003 DRAWN FABRICATION DRAWING
MATERIAL ENG
ADCXXDJXX00 EVM
FINISH SIZE |CODE IDENT NO. DRAWING NO. REV.
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