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INF:gptp:dev:tilld3 open success

INF:gptp:dev:tilld5 open success

INF:gptp:gptpnet_init:Open lldtsync OK!

INF:gptp:IEEE1588-2019 performance monitoring disabled.
INF:gptp:onenet_activate:tilld3 status=0, duplex=1, speed=0Mbps
INF:gptp:

117.751621 s: nenet_activate:tilldS status=0, duplex=1, speed=0Mbps
INF:ubase:GPTP_MEDIUM ALLOC: fragsize=16 fragused/fragnum=835/1426 (58
INF:ubase:GPTP_SMALL ALLOC: fragsize=4 fragused/fragnum=19/97 (19
INF:ubase:SM DATA INST: fragsize=8 fragused/fragnum=20

117.751768 s: 2/3806 (52
INF:gptp:gptpman_run:GPTPNET INTERVAL TIMEOUT_NSEC=125000000

117.764683 s: FVID2: Init ... !!!

117.764736 s: FVID2: Init ... Done !!!

117.764757 s: SCICLIENT: Sciclient pmSetModuleState module=271 state=2

117.764843 s: SCICLIENT: Sciclient pmSetModuleState success

117.764865 s: SCICLIENT: Sciclient pmSetModuleState module=275 state=2

117.764930 s: SCICLIENT: Sciclient pmSetModuleState success

117.764951 s: SCICLIENT: Sciclient pmSetModuleState module=276 state=2

117.765001 s: SCICLIENT: Sciclient pmSetModuleState success

117.765021 s: SCICLIENT: Sciclient pmSetModuleState module=270 state=2

117.765083 s: SCICLIENT: Sciclient pmSetModuleState success

117.765113 s: VHWA: VPAC Init ... !!!

117.765129 s: SCICLIENT: Sciclient_ pmSetModuleState module=399 state=2

117.765214 s: SCICLIENT: Sciclient pmSetModuleState success

117.765236 s: VHWA: LDC Init ... !!!

117.766911 s: VHWA: LDC Init ... Done !!!

117.766949 s: VHWA: MSC Init ... !!!

117.772843 s: VHWA: MSC Init Done !!

117.772881 s: VHWA: NF Init ... !!!

117.773761 s: VHWA: NF Init ... Done !!!
117.773790 s: VHWA: VISS Init ... !!!
117.779156 s: VHWA: VISS Init ... Done !!!
117.779198 s: VHWA: VPAC Init ... Done !!!

117.779231 s: VX ZONE_INIT:Enabled

117.779250 s: VX ZONE_ERROR:Enabled

117.779267 s: VX ZONE_WARNING:Enabled

117.780617 s: VX_ZONE_INIT:[tivxPlatformCreateTargetId:116] Added target MCU2-0
117.780803 s: VX_ZONE_INIT:[tivxPlatformCreateTargetId:116] Added target VPAC NF
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133.599834
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133.602890
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133.608913
133.611955
133.611982
133.614957
133.614981
133.617957

VX_ZONE_INIT:[tivxPlatformCreateTargetId:116]
VX_ZONE_INIT:[tivxPlatformCreateTargetId:116]
VX_ZONE_INIT:[tivxPlatformCreateTargetId:116]
VX_ZONE_INIT:[tivxPlatformCreateTargetId:116]
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VX_ZONE_INIT:[tivxPlatformCreateTargetId:116]
VX_ZONE_INIT:[tivxPlatformCreateTargetId:116]
VX_ZONE_INIT:[tivxPlatformCreateTargetId:116]

: Cpsw_handleLinkDown: Port 1: Link down

Cpsw_handleLinkDown: Port 2: Link down
Cpsw_handleLinkDown: Port 3: Link down
Cpsw_handleLinkDown: Port 4: Link down
Cpsw_handleLinkDown: Port 5: Link down
Cpsw_handleLinkDown: Port 6: Link down

Cpsw_handleLinkDown: Port 7: Link down

Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added
Added

target
target
target
target
target
target
target
target
target
target
target
target
target
target
target
target
target
target
target
target
target

VPAC_LDC1
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: ETHEW:

ETHEW:
ETHEW:
ETHEW:
ETHEW:
ETHEW:
ETHEW:
ETHEW:
ETHEW:

: ETHEW:

ETHEW:
ETHEW:
ETHEW:

ETHFW: CPSW recovery is not enabled

EnetMcm: CPSW_9G on MAIN NAVSS
CpswMacPort_checkSocCfg: miiSoc.layerType: 0

EnetPhy_getId:
EnetPhy getId:

EnetPhy bindDriver: PHY 0: OUI:2b8094 Model:03 Ver:0a <-> 'bcm89883' : OK

Init ... !!!

Warning: Using 6 MAC address(es) from static pool
Warning: Using 6 MAC address(es) from static pool

Shared multicasts:
01:00:5e:00:00:01

01:00:5e:00:00:fb

Reserved multicasts:
01:80:c2:00:00:0e
01:1b:19:00:00:00

PHY 0: read IDl register:

PHY 0: read ID2 register:

Oxael2

0x503a

CpswMacPort_checkSocCfg: miiSoc.layerType: 0

EnetPhy getId:
EnetPhy getId:

EnetPhy bindDriver: PHY 1: OUI:2b8094 Model:03 Ver:0a <-> 'bcm89883' : OK

PHY 1: read ID1 register: 0xae02

PHY 1: read ID2 register: 0x503a

CpswMacPort_checkSocCfg: miiSoc.layerType: 0

EnetPhy getId:

EnetPhy getId:

PHY 2: read ID1 register: 0xae02

PHY 2: read ID2 register: 0x503a

mii->layerType:

miiSoc.sublayerType: 2 mii->sublayerType: 2

mii->layerType: 0 miiSoc.sublayerType: 2 mii->sublayerType: 2

mii->layerType: 0 miiSoc.sublayerType: 2 mii->sublayerType: 2
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117.596614
117.596638
117.596727
117.596751
117.596773
117.596802
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117.597812
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EnetPhy bindDriver: PHY 2: OUI:2b8094 Model:03 Ver:0a <-> 'bcmB89883"
CpswMacPort_checkSocCfg: miiSoc.layerType: 0 mii->layerType: 0
EnetPhy getId: PHY 3: read ID1 register: 0xae02

EnetPhy getId: PHY 3: read ID2 register: 0x503a

EnetPhy bindDriver: PHY 3: OUI:2b8094 Model:03 Ver:0a <-> 'bcm89883"
CpswMacPort_checkSocCfg: miiSoc.layerType: 0 mii->layerType: 0
EnetPhy getId: PHY 4: read ID1 register: 0Oxae02

EnetPhy getId: PHY 4: read ID2 register: 0x503a

EnetPhy bindDriver: PHY 4: OUI:2b8094 Model:03 Ver:0a <-> 'bcmB89883"

CpswMacPort_checkSocCfg: miiSoc.layerType: 0 mii->layerType: 0

: EnetPhy getId: PHY 5: read ID1 register: 0xae02

EnetPhy getId: PHY 5: read ID2 register: 0x503a

EnetPhy bindDriver: PHY 5: OUI:2b8094 Model:03 Ver:0a <-> 'bcm89883"
CpswMacPort_checkSocCfg: miiSoc.layerType: 0 mii->layerType: 0
EnetPhy getId: PHY 6: read ID1 register: Oxae02

EnetPhy getId: PHY 6: read ID2 register: 0x503a

EnetPhy bindDriver: PHY 6: OUI:2b8094 Model:03 Ver:0a <-> 'bcm89883'
CpswMacPort_checkSocCfg: miiSoc.layerType: 0 mii->layerType: 0

EnetPhy getId: PHY 7: read ID1 register: 0xae02

: OK

miiSoc.sublayerType:

: OK

miiSoc.sublayerType:

: OK

miiSoc.sublayerType:

: OK

miiSoc.sublayerType:

: OK

miiSoc.sublayerType:

mii->sublayerType:

mii->sublayerType:

mii->sublayerType:

mii->sublayerType:

mii->sublayerType:
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117.599071
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117.599824
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117.599858
117.602752
117.602801
117.602842
117.602883
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117.603046
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ETHFW Version
117.611980
117.611999
117.612016
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117.612722
117.618252
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117.620510
117.621320
117.625606
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s: EnetPhy getId: PHY 7: read ID2 register: 0x503a

S:

s: EnetPhy bindDriver: PHY 7: OUI:2b8094 Model:03 Ver:0a <-> 'bcm89883' : OK

s:

s: PHY 0 is alive
s: PHY 1 is alive
s: PHY 2 is alive
s: PHY 3 is alive
s: PHY 4 is alive
s: PHY 5 is alive
s: PHY 6 is alive
s: PHY 7 is alive

s: ETHFW: VLAN 2
s: ETHFW: VLAN
s: ETHFW: VLAN
s: ETHFW: VLAN
s: ETHFW: VLAN
s: ETHFW: VLAN
s: ETHFW: VLAN 8

SN oy s W

member=0x101 virtMember=0xl regMcastFlood=0x101 unregMcastFlood=0x101 untag=0x0
member=0x3 virtMember=0xl regMcastFlood=0x3 unregMcastFlood=0x3 untag=0x0
member=0x2b virtMember=0xl regMcastFlood=0x2b unregMcastFlood=0x2b untag=0x20
member=0xc5 virtMember=0xl regMcastFlood=0xc5 unregMcastFlood=0xc5 untag=0xc0
member=0xa virtMember=0xl regMcastFlood=0xa unregMcastFlood=0xa untag=0x0
member=0x11lb virtMember=0xl regMcastFlood=0x1llb unregMcastFlood=0x1lb untag=0x0
member=0x11lb virtMember=0xl regMcastFlood=0x1llb unregMcastFlood=0x1lb untag=0x0

s: ETHFW: VLAN 10 member=0x11l virtMember=0xl regMcastFlood=0x1ll unregMcastFlood=0x1l untag=0x0
s: ETHFW: VLAN 11 member=0x1df virtMember=0xl regMcastFlood=0xldf unregMcastFlood=0x1ldf untag=0x1ldf
s: ETHFW: 9 VLAN entries added in ALE table

s:
: 0.04.00

s: ETHFW Build Date: Rug 20, 2024

s: ETHFW Build Time: 18:40:15

s: ETHFW Commit SHA: 084c82a0

s: ETHFW: Init ... DONE !!!

s: unibase-1.1.5-jacinto

s: Starting 1wIP, local interface IP is dhcp-enabled
s: ETHFW: Host MAC address: 48:49:52:41:51:93

S: ETHEW: ETHFW:
S: ETHEW: ETHFW:
s: [LWIPIF LWIP]

Enable gPTP on MAC port 3 (tilld3)
Enable gPTP on MAC port 5 (tillds)
Enet LLD netif initialized successfully

s: [LWIPIF LWIP_IC] Interface started successfully
s: [LWIPIF_LWIP_IC] NETIF INIT SUCCESS
s: [LWIPIF LWIP_IC] Interface started successfully
s: [LWIPIF_LWIP_IC] NETIF INIT SUCCESS
s: Added interface 'br3', IP is 0.0.0.0
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S:

: ETHEW:

ETHEW:
ETHFW:
EnetPhy getLinkCfg: PHY 0:

Cpsw_handleLinkUp: Port 1:
1 -12
Cpsw_periodicTick: Port 1:
@ -12
EnetPhy getLinkCfg: PHY 1:

Cpsw_handleLinkUp: Port 2:
1 -12
Cpsw_periodicTick: Port 2:
1 -12
EnetPhy getLinkCfg: PHY 2:

Cpsw_handleLinkUp: Port 3:
1 -12
Cpsw_periodicTick: Port 3:
1 -12

: EnetPhy getLinkCfg: PHY 3:

Cpsw_handleLinkUp: Port 4:
1 -12
Cpsw_periodicTick: Port 4:
@ -12
EnetPhy getLinkCfg: PHY 4:

Cpsw_handleLinkUp: Port 5:
1 -12
Cpsw_periodicTick: Port 5:
1 -12
EnetPhy getLinkCfg: PHY 5:

Cpsw_handleLinkUp: Port 6:
1 -12

Cpsw_periodicTick: Port 6:
1 -12

e
PHY is

Failed

Failed

PHY is

Failed

Failed

PHY is

Failed

Failed

PHY is

Failed

Failed

PHY is

Failed

Failed

PHY is

Failed

Failed

EthFwTsn_gptpYangConfig:domain=0
ETHFW: TimeSync PTP enabled
Remote server Init ...

not linked, can't get link
to get PHY link config

to handle link change

not linked, can't get link
to get PHY link config

to handle link change

not linked, can't get link
to get PHY link config

to handle link change

not linked, can't get link
to get PHY link config

to handle link change

not linked, can't get link
to get PHY link config

to handle link change
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to get PHY link config

to handle link change

config

config

config

config

config
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156 [MCU2_0] 117.713452
G [MCU2_0] 117.713479
158 [MCU2_0] 117.713497

EnetPhy getLinkCfg: PHY 6: PHY is not linked, can't get link config

Cpsw_handleLinkUp: Port 7: Failed to get PHY link config

159 [MCU2_0] 117.713522 @ -12
160 [Mcu2_0] 117.713541 Cpsw_periodicTick: Port 7: Failed to handle link change
161l [MCU2_0] 117.713566 1 -12

S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S
S

162 [MCU2_0] 117.713824
163 [MCU2_0] 117.713863
164 [MCU2_0] 117.713888
165 [MCU2_0] 117.713912
166 [MCU2_0] 117.714821
167 [MCU2_0] 117.715157
168 [MCU2_0] 117.715192
169 [MCU2_0] 117.731757
170 [MCU2_0] 117.731795
171 [MCU2_0] 117.732759
172 [MCU2_0] 117.734772
173 [MCU2_0] 117.735798
174 [MCu2_0] 117.735868
175 [MCU2_0] 117.736801
176 [MCU2_0] 117.736861
177 [MCU2_0] 117.737802

CpswMacPort_checkSgmiiStatus: MAC 8: SGMII link parter config port: link up: 1-Gbps Full-Duplex
Cpsw_handleLinkUp: Port 8: Link up: 1-Gbps auto

ETHFW: Virtual port configuration:

ETHFW: CpswProxyServer: initialization completed (core: mcu2_0)
ETHFW: Remote server Init ... DONE !!!
ETHFW: VIRT PORT_INFO | C2S | core=0 endpt=1026

ETHFW: VIRT PORT_INFO | S2C | switchPortMask=1 macPortMask=0

ETHFW: ATTACH | C2S | core=0 endpt=1026 virtPort=0

ETHFW: ATTACH | S2C | token=0 rxMtu=1522 features=9

ETHFW: ALLOC_RX | C25 | core=0 endpt=1026 token=0

ETHFW: ALLOC_RX | s2C | flow=114,0 rxPsil=0x4a00 status=0

ETHFW: ALLOC_TX | C2S | core=0 endpt=1026 token=0

ETHFW: ALLOC_TX | S2C | txPsil=0xca04 status=0

ETHFW: ALLOC_MAC | C2S | core=0 endpt=1026 token=0

178 [MCU2_0] 117.737867 ETHFW: ALLOC_MAC | S2C | macAddr=48:49:52:41:50:93 status=0

179 [MCU2_0] 117.751218 INF:cbase:tilld3: has mac: 48:49:52:41:51:93

180 [MCU2_0] INF:cbase:til1d5: has mac: 48:49:52:41:51:93

181 [MCU2_0] INF:cbase:cb_11d task create: Uniconf Task stack size=16384

182 [MCU2_0] INF:cbase:cb_rawsock_open:combase-1.1.4-jacinto

183 [MCU2_0] INF:cbase:cb_rawsock open:dmaTxChId=-1 numRxChannel

184 [MCU2_0] 117.751337 s: =0 dmaRxChId=-1 nTxPkts=0 nRxPkts=0 pktSize=0

185 [MCU2_0] INF:cbase:cb_lld_task_create: uniconf_hwal_thread stack_size=16384

186 [MCU2_0] INF:cbase:cb_lld_task_create: gPTP Task stack_size=16384

187 [MCU2_0] INF:gptp:gptpman_run:max_domains=1, max ports=2

188 [MCU2_0] INF:cbase:cb_rawsock open:comba

189 [MCU2_0] 117.751442 s: e-1.1.4-jacinto

190 [MCU2_0] INF:cbase:cb_rawsock open:dmaTxChId=-1 numRxChannels=0 dmaRxChId=-1 nTxPkts=0 nRxPkts=0 pktSize=0
191 [MCU2_0] INF:cbase:DmaOpen: TxChNum -1

192 [MCU2_0] INF:cbase:DmaOpen: Rx startIdx 114 flowId 4

193 [MCU2_0] INF:cbase:LLDEnetFilter:destmac:01:80:C2:00:00:0E, vlanId:0,

194 [MCU2_0] 117.751535 s: thType:0x88f7





