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» SYS/BIOS » Scheduling » Clock - Module Settings
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The Clock module allows you to define one or more periodic functions that are run in the context
of o Swi (software interrupt) thread.

9)Add the Clock support module to my configuration

~ Time Base

~ Scheduling
Swipriorty 1

(© Intemnally configure 2 hal Timer to periodically call Clock fick)

(© Application code cals Clock tick()

© The Clock module s disabled

‘The priority above sets the priority for all Clock functions independent of their
period. Higher numbers have higher priority.

When the Clock Manager i enabled, the Time Base setting willfollow the user's configuration.
When the Clock Manager is disabled, the Time Base setting will be internally forced to

"The Clock module s disabled".

See the SYS/BI0S ‘Enable Clock Manager setting under 'Threading Options'.
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No search results available, Start search from the search dialog...

=== Build of configuration Debug for project DIAGNOSTX MASTER ****

"C:\\ti\\cesvs\\utils\\bin\\gmake” -k all
gnake: Nothing to be done for “all’.

=== Build Finished ****
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=== Build of configuration Debug for project DIAGNOSTX MASTER ****

"C:\\ti\\cesvs\\utils\\bin\\gmake” -k all
gnake: Nothing to be done for “all’.

=== Build Finished ****
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