root@am437x-evm:~#  ethtool -S eth0

NIC statistics:

     Good Rx Frames: 0

     Broadcast Rx Frames: 0

     Multicast Rx Frames: 0

     Pause Rx Frames: 0

     Rx CRC Errors: 0

     Rx Align/Code Errors: 0

     Oversize Rx Frames: 0

     Rx Jabbers: 0

     Undersize (Short) Rx Frames: 0

     Rx Fragments: 0

     Rx Octets: 0

     Good Tx Frames: 43

     Broadcast Tx Frames: 8

     Multicast Tx Frames: 35

     Pause Tx Frames: 0

     Deferred Tx Frames: 0

     Collisions: 0

     Single Collision Tx Frames: 0

     Multiple Collision Tx Frames: 0

     Excessive Collisions: 0

     Late Collisions: 0

     Tx Underrun: 0

     Carrier Sense Errors: 0

     Tx Octets: 8125

     Rx + Tx 64 Octet Frames: 0

     Rx + Tx 65-127 Octet Frames: 25

     Rx + Tx 128-255 Octet Frames: 3

     Rx + Tx 256-511 Octet Frames: 15

     Rx + Tx 512-1023 Octet Frames: 0

     Rx + Tx 1024-Up Octet Frames: 0

     Net Octets: 8125

     Rx Start of Frame Overruns: 0

     Rx Middle of Frame Overruns: 0

     Rx DMA Overruns: 0

     Rx DMA chan 0: head_enqueue: 1

     Rx DMA chan 0: tail_enqueue: 127

     Rx DMA chan 0: pad_enqueue: 0

     Rx DMA chan 0: misqueued: 0

     Rx DMA chan 0: desc_alloc_fail: 0

     Rx DMA chan 0: pad_alloc_fail: 0

     Rx DMA chan 0: runt_receive_buf: 0

     Rx DMA chan 0: runt_transmit_bu: 0

     Rx DMA chan 0: empty_dequeue: 0

     Rx DMA chan 0: busy_dequeue: 0

     Rx DMA chan 0: good_dequeue: 0

     Rx DMA chan 0: requeue: 0

     Rx DMA chan 0: teardown_dequeue: 0

     Tx DMA chan 0: head_enqueue: 43

     Tx DMA chan 0: tail_enqueue: 0

     Tx DMA chan 0: pad_enqueue: 0

     Tx DMA chan 0: misqueued: 0

     Tx DMA chan 0: desc_alloc_fail: 0

     Tx DMA chan 0: pad_alloc_fail: 0

     Tx DMA chan 0: runt_receive_buf: 0

     Tx DMA chan 0: runt_transmit_bu: 0

     Tx DMA chan 0: empty_dequeue: 43

     Tx DMA chan 0: busy_dequeue: 0

     Tx DMA chan 0: good_dequeue: 43

     Tx DMA chan 0: requeue: 0

     Tx DMA chan 0: teardown_dequeue: 0

