1.
root@192:/opt/ipnc# ./moduletest.out drv_capture                                
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
 CAPTURE: Opening display.                                                      
 ERROR  (drv_captureTest.c|DRV_captureTestOpen|164): Open failed                
 CAPTURE: Exiting.                                                              
 CAPTURE: Bye Bye !!!  
 
2.
root@192:/opt/ipnc# ./moduletest.out csl                                        
root@192:/opt/ipnc# 

3.
root@192:/opt/ipnc# ./moduletest.out osa_tsk                                    
 Thread Priority [ min = 1 , max = 99, default = 50 ]                           
  =================                                                             
 OSA Test Main Menu                                                             
 ==================                                                             
 1: Manual Test                                                                 
 2: Auto Test                                                                   
 0: Exit                                                                        
                                                                                
 Enter Choice : 2                                                               
 ERROR  (osa_thr.c|OSA_thrCreate|36): OSA_thrCreate() - Could not initialize thr
ead attributes                                                                  
 ASSERT (osa_tsk.c|OSA_tskCreate|32)                                          
(waiting state)

4.
root@192:/opt/ipnc# ./moduletest.out drv_imgs                                   
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
 IMGS: Imager TVP514X is selected                                               
Inside DRV_imgsOpen                                                             
In DRV_imgGetWidthHeight, mode is: 0 gYuvModeWidth : 720 gYuvModeHeight : 480   
In DRV_imgGetWidthHeight, width is: 640, height is: 480                         
Inside DRV_imgsOpen after DRV_imgGetWidthHeight, width is: 640, height is: 480  
Inside DRV_imgsOpen after H & V PAD, DRV_imgGetWidthHeight, width is: 640, heigh
t is: 480                                                                       
Inside CalcFrameTimedataW is: 640, dataH is: 480                                
In DRV_imgsCalcFrameTime, dataW is: 640, dataH is: 480                          
After IMGS_W_MAX/dataW & IMGS_H_MAX/dataH                                       
Before col_start in DRV_imgsCalcFrameTime                                       
After col_start in DRV_imgsCalcFrameTime                                        
In between pFrame in DRV_imgsCalcFrameTime                                      
Inside CalcFrameTime3                                                           
SENSOR FPS VALUE = 30                                                           
Inside CalcFrameTime3                                                           
 drv_imgs.c:DRV_imgsTestMain:29 Press Any key to continue !!! 
 root@192:/opt/ipnc#

5.
root@192:/opt/ipnc# ./moduletest.out osa_cmem 10                                
VIRT=0x40490000 PHYS=0x83000000 SIZE=10

6.
root@192:/opt/ipnc# ./moduletest.out drv                                        
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
root@192:/opt/ipnc#     

7.
root@192:/opt/ipnc# ./moduletest.out drv_dma                                    
                                                                                
 DRV TEST: DRV_dmaCopy2D() Verify SUCCESS                                       
                                                                                
 Profile Info  : DMA Copy2D                                                     
 ======================                                                         
 Avg Time (ms) :    158.00                                                      
 Avg Value     : 82837504.00                                                    
 Avg Value/sec : 7804591.00                                                     
                                                                                
                                                                                
 DRV TEST: DRV_dmaCopy1D() Verify SUCCESS                                       
                                                                                
 Profile Info  : DMA Copy1D                                                     
 ======================                                                         
 Avg Time (ms) :    164.00                                                      
 Avg Value     : 82837424.00                                                    
 Avg Value/sec : 7518575.50                                                     
                                                                                
                                                                                
 DRV TEST: DRV_dmaFill1D() Verify SUCCESS                                       
                                                                                
 Profile Info  : DMA Fill1D                                                     
 ======================                                                         
 Avg Time (ms) :    182.00                                                      
 Avg Value     : 82837184.00                                                    
 Avg Value/sec : 6773677.50                                                     
                                                                                
                                                                                
 DRV TEST: DRV_dmaFill2D() Verify SUCCESS                                       
                                                                                
 Profile Info  : DMA Fill2D                                                     
 ======================                                                         
 Avg Time (ms) :    204.00                                                      
 Avg Value     : 82837504.00                                                    
 Avg Value/sec : 6044732.00                                                     
                                                                                
                                                                                
 DRV TEST: DRV_dmaDemux() Verify SUCCESS                                        
                                                                                
 Profile Info  : DMA Demux                                                      
 ======================                                                         
 Avg Time (ms) :    253.00                                                      
 Avg Value     : 82944000.00                                                    
 Avg Value/sec : 5294946.00                                                     
root@192:/opt/ipnc# 

8.
root@192:/opt/ipnc# ./moduletest.out drv_display                                
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
vpbe-v4l2 vpbe-v4l2: Invalid crop values                                        
vpbe-v4l2 vpbe-v4l2: Error:S_CROP params                                        
 ERROR  (drv_disvpbe-v4l2 vpbe-v4l2: Invalid crop values                        
play.c|DRV_displaySetWinPos|723)vpbe-v4l2 vpbe-v4l2: Error:S_CROP params        
: VIDIOC_S_CROP vpbe-v4l2 vpbe-v4l2: Invalid crop values                        
ioctl                                                                           
 ERROR  (vpbe-v4l2 vpbe-v4l2: Error:S_CROP params                               
drv_display.c|DRV_displaySetWinSvpbe-v4l2 vpbe-v4l2: streaming not started in la
yer id = 0                                                                      
ize|745): VIDIOC_S_CROP ioctl                                                   
 ERROR  (drv_display.c|DRV_displayExpand|638): VIDIOC_S_CROP ioctl              
 [OSA_FILE ] Reading file [video.yuv420] ... ERROR                              
 ERROR  (drv_display.c|DRV_displayEnable|462): VIDIOC_STREAMOFF   
 root@192:/opt/ipnc# 

9.
 root@192:/opt/ipnc# ./moduletest.out drv_fd                                     
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
 [OSA_FILE ] Reading file [videoQVGA.yuv420] ... ERROR 
 root@192:/opt/ipnc# 

10.
root@192:/opt/ipnc# ./moduletest.out drv_resz                                   
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
 inAddr=83171000, outAddr[0]=83271000 outAddr[1]=83371000                       
                                                                                
 Profile Info  : Resz                                                           
 ======================                                                         
 Avg Time (ms) :  25467.00                                                      
 Avg Value     :  10000.00                                                      
 Avg Value/sec :    392.67                                                      
                                                                                
root@192:/opt/ipnc# 


11.
root@192:/opt/ipnc# ./moduletest.out drv_isif                                   
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
 ISIF: Opening imager.                                                          
Inside DRV_imgsOpen                                                             
In DRV_imgGetWidthHeight, mode is: 0 gYuvModeWidth : 720 gYuvModeHeight : 480   
In DRV_imgGetWidthHeight, width is: 640, height is: 480                         
Inside DRV_imgsOpen after DRV_imgGetWidthHeight, width is: 640, height is: 480  
Inside DRV_imgsOpen after H & V PAD, DRV_imgGetWidthHeight, width is: 640, heigh
t is: 480                                                                       
Inside CalcFrameTimedataW is: 640, dataH is: 480                                
In DRV_imgsCalcFrameTime, dataW is: 640, dataH is: 480                          
After IMGS_W_MAX/dataW & IMGS_H_MAX/dataH                                       
Before col_start in DRV_imgsCalcFrameTime                                       
After col_start in DRV_imgsCalcFrameTime                                        
In between pFrame in DRV_imgsCalcFrameTime                                      
Inside CalcFrameTime3                                                           
SENSOR FPS VALUE = 30                                                           
Inside CalcFrameTime3                                                           
 ISIF: Opening ISIF.                                                            
CMEMK Error: ioctl: failed to allocate heap buffer of size 0x15180              
CMEM Error: allocHeap: ioctl CMEM_IOCALLOCHEAP failed: -1                       
 ERROR  (drv_isif.c|DRV_isifOpen|114): OSA_cmemAlloc()                          
CMEMK Error: Failed to free memory at 0xbf00ff00                                
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x41a6aaab  
: failed to free 0xff00ff00                                                     
CMEMK Error: get_phys: get_user_pages() failed: -14                             
CMEMK Error: FREEHEAP: Failed to convert virtual 0x41a6aaab to physical         
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x0000027f  
: failed to free 0x41a6aaab                                                     
CMEMK Error: get_phys: get_user_pages() failed: -14                             
CMEMK Error: FREEHEAP: Failed to convert virtual 0x27f to physical              
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x00000280  
: failed to free 0x27f                                                          
CMEMK Error: get_phys: get_user_pages() failed: -14                             
CMEMK Error: FREEHEAP: Failed to convert virtual 0x280 to physical              
CMEM Error: freeCMEMK Error: Failed to free memory at 0x81fc5be8                
: failed to free 0x280                                                          
CMEM Error: free: failed to free 0xbec64be8                                     
CMEMK Error: get_phys: Unable to find phys addr for 0x0008cfe4                  
CMEMK Error: get_phys: get_user_pages() failed: -14                             
CMEMK Error: FREEHEAP: Failed to convert virtual 0x8cfe4 to physical            
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x0008dea8  
: failed to free 0x8cfe4                                                        
CMEMK Error: get_phys: get_user_pages() failed: -14                             
CMEMK Error: FREEHEAP: Failed to convert virtual 0x8dea8 to physical            
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x0006b174  
: failed to freeCMEMK Error: get_phys: get_user_pages() failed: -14             
 0x8dea8                                                                        
CMEMK Error: FREEHEAP: Failed to convert virtual 0x6b174 to physical            
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x00000003  
: failed to freeCMEMK Error: get_phys: get_user_pages() failed: -14             
 0x6b174                                                                        
CMEMK Error: FREEHEAP: Failed to convert virtual 0x3 to physical                
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x00000001  
: failed to freeCMEMK Error: get_phys: get_user_pages() failed: -14             
 0x3                                                                            
CMEMK Error: FREEHEAP: Failed to convert virtual 0x1 to physical                
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x00000003  
: failed to freeCMEMK Error: get_phys: get_user_pages() failed: -14             
 0x1                                                                            
CMEMK Error: FREEHEAP: Failed to convert virtual 0x3 to physical                
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x00000400  
: failed to freeCMEMK Error: get_phys: get_user_pages() failed: -14             
 0x3                                                                            
CMEMK Error: FREEHEAP: Failed to convert virtual 0x400 to physical              
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x00000035  
: failed to freeCMEMK Error: get_phys: get_user_pages() failed: -14             
 0x400                                                                          
CMEMK Error: FREEHEAP: Failed to convert virtual 0x35 to physical               
CMEM Error: freeCMEMK Error: get_phys: Unable to find phys addr for 0x00000010  
: failed to freeCMEMK Error: get_phys: get_user_pages() failed: -14 
(switched off forcefully)
0x4                                                            
CMEM Error: free: failed to free 0x403c5400                                     
Segmentation fault                                                              
root@192:/opt/ipnc# 

12.
root@192:/opt/ipnc# ./moduletest.out alg                                        
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
                                                                                
 DM365MM Init Successfulroot@192:/opt/ipnc#    

13.
root@192:/opt/ipnc# ./moduletest.out alg_vidEnc                                 
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
                                                                                
 DM365MM Init SuCMEMK Error: get_phys: Unable to find phys addr for 0x00000005  
ccessful [OSA_FICMEMK Error: get_phys: get_user_pages() failed: -14             
LE ] Reading filCMEMK Error: FREEHEAP: Failed to convert virtual 0x5 to physical
e [videoQVGA.yuv420] ... ERROR                                                  
 ERROR  (alg_vidEnc.c|ALG_vidEncTestMain|1053): OSA_fileReadFile()              
CMEM Error: free: failed to free 0x5                                            
Segmentation fault    
root@192:/opt/ipnc# 

14.
root@192:/opt/ipnc# ./moduletest.out alg_vidDec                                 
                                                                                
 CLK Hz,                                                                        
 ARM   Hz =  432000000                                                          
 DDR   Hz =  340000000                                                          
 VPSS  Hz =  340000000                                                          
 IMCOP Hz =  340000000                                                          
                                                                                
 [OSA_FILE ] Reading file [/mnt/nand/IMG_Paramset.bin] ... ERROR                
IMAGE TUNE: Paramset File is not available..... Setting DEFAULT parameter       
                                                                                
 DM365MM Init Successful [OSA_FILE ] Reading file [test.264] ... ERROR          
 ERROR  (alg_vidDec.c|ALG_vidDecTestMain|428): OSA_fileReadFile()               
root@192:/opt/ipnc# 

15.
root@192:/opt/ipnc# ./moduletest.out image_tune                                 
 IMAGE TUNE: Server Starting ...                                                
CMEM Error: CMEM_init() not called, you must initialize CMEM before making API c
alls.           
(waiting state)                                                                
