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236 void
257 CaNTntHandler (void)

238 {

230

240

241 //GPIOPiniirite(GPTO_PORTI_BASE,CAN_ENABLE,0);

242 uintao_t uisastatus;

243

244 1"

245 // Resd the AN interrupt status to find the cause of the interrupt
246 11

247 ui32Status - CANIntStstus(CANI_BASE, CAN INT.STS_CAUSE);

258

249 1"

250 // If the cause is 3 controller ststus interrupt, then get the status
251 1

252 if(ui32Status — CAN_INT_INTID_STATUS)

3 {

254 1"

255 77 Resd the controller status. This will return a field of status
256 77 error bits that can indicate various errors. Error processing
257 77 35 not done in this example for simplicity. Refer to the

= 77 ap1 doc us bits.
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//GPIOPinkirite(GPTO_PORTI_BASE, CAN_ENABLE,0) ;
uint32_t uiszstatus;

1"

77 Resd the Can interrupt status to Find the cause of the interrupt
11

Ui32Status - CANIntStstus(CANL_BASE, CAN_INT_STS_CAUSE);

7"

/] Tf the cause is a controller status interrupt, then get the status
Vi

3 (Ui325¢atUs == CAN_INT_INTID_STATUS)

{

77 Resd the controller status. This will return 3 Field of ststus
77 error bite that can indicate various errors. Error processindl
77 3% not done in this example for simplicity. Refer fo the

errupt. If the
other CAN devices

11 present. ated in the
11 control

Vi

uiszstatus )5
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Name : ui32status

Default:sg
T Hex: 8x80000063
L Decimal:

octal:e143
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